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*) Recommended installation height varies depending on the relevant premises. 

Portier

Application
Portier is an exclusive air curtain in brushed stainless steel 
intended for entrance doors in e.g. shops, banks, hotels and 
restaurants. The elegant design of the air curtain makes it 
particularly suitable for environments where demands are made 
on a high standard of design.

Design
Portier has a unique symmetrical design in brushed stainless 
steel with black grille and ends. 

Air velocity profile Product specifications

•	Recommended installation height 2,5 m*

•	Horizontal mounting

•	Lengths: 1 and 1,5 m

1 Ambient, no heat

3 Electrical heat: 3-13,5 kW

Measurements according to ISO 27327-1. 
Average values for products in the series.

Optimized airflow with 
Thermozone technology.

Design air curtain for entrances

•	 Low	sound	level.

•	 Adjustable	outlet	grille	makes	it	possible	to	direct	the	air	for	
optimum air curtain effect.

•	 Simple	suspension	using	fixing	nuts	on	the	upper	side	for	
installation with wall brackets, suspension kit or wire/threaded 
rod. 
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Dimensions

Technical specifications 

1 Ambient, no heat - Portier A

3 Electrical heat - Portier E

*1) Conditions: Distance to the unit 5 metres. Directional factor: 2. Equivalent absorption area: 200 m².
*2) ∆t = temperature rise of passing air at maximum heat output and lowest/highest airflow.
*3) Alternative 400 V3~ + 230 V~ (operating supply) if the current is greater than 16 A. Applies when connecting several units.

CE compliant.
Protection class: IP21. 
 

Design and specifications are subject to change without notice.

Typ Output steps 
[kW]

Airflow  
[m3/h]

∆t*2 
[°C]

Sound level  
[dB(A)]*1

Voltage  
[V]

Amperage  
[A]

Length  
[mm]

Weight  
[kg]

PS210E03 1,5/3 950/1200 10/8 44/50 230V~/400V3N~*3 13,4/4,8 1020 17

PS210E06 3/6 950/1200 19/15 44/50 400V3N~*3 9,2 1020 17

PS210E09 4,5/9 950/1200 28/23 44/50 400V3N~*3 13,5 1020 17

PS215E09 4,5/9 1200/1900 23/14 39/50 400V3N~*3 13,5 1530 24

PS215E14 6,7/13,5 1200/1900 34/21 39/50 400V3~  + 230V~ 20,0 1530 24

Typ Output 
[kW]

Airflow  
[m3/h]

Sound 
level[dB(A)]*1

Voltage  
[V]

Amperage  
[A]

Length  
[mm]

Weight  
[kg]

PS210A 0 1000/1300 44/54 230V~ 0,45 1020 14

PS215A 0 1300/2000 46/56 230V~ 0,55 1530 20


