
M8   : IEC 61076-2-104
M12 : IEC 61076-2-101

Volume - 2
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Government Recognized
Star Export House
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CB X X - X X X X X - X X PVC - X

TYPE Cores LEDs Cable Length

3 0 02 = 2m

4 2 05 = 5m

5 3 10 = 10m

8 15 = 15m

M/F 12

Pins

3

Size 4

5 Cable Color

8 B = Black

12 G = Gray

U = Blue

T = Teal

Y = Yellow

12 = M12

S = Shielded U34 : PUR 0.34 SQMM SS = Stainless Steel 
Coupling

N =  Unshielded U75 : PUR 0.75 SQMM

M = Male P50 : PVC 0.50 sqmm B = B Coded

F = Female Shield P75 : PVC 0.75 sqmm C = C Coded

R = Right Angled PUR

TPE

P25 : PVC 0.25 sqmm Special / Coding

P34 : PVC 0.34 sqmm SNAP

Orienta on Cable Sheath / Cross Sec on

CB = Cable Connector S = Straight PVC

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

PART NUMBER KEY : M12 Pre-Wired Connectors A , B , C Coded

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CB X X - X X X X X - X X PVC - X

TYPE Cores LEDs Cable Length
3 0 02 = 2m

4 2 05 = 5m

5 3 10 = 10m

6 15 = 15m

M/F

Pins Cable Color

3 B = Black
Size

4 G = Gray

5 U = Blue

6 T = Teal

Y = Yellow

08 = M08

S = Shielded

N =  Unshielded

M = Male U34 : PUR 0.34 SQMM B = B Coded

F = Female Shield
SS = Stainless Steel 

Coupling

R = Right Angled PUR

TPE

P25 : PVC 0.25 sqmm Special / Coding

P34 : PVC 0.34 sqmm SNAP

PART NUMBER KEY : M08 Pre-Wired Connectors A & B Coded

Orienta on Cable Sheath / Cross 
CB = Cable Connector S = Straight PVC

For Example: 
M12 Female Straight 4 Pin 4 Core 
with 02 meter Black PUR Cable
Part Number # CBF12-S44N0-02BPUR

For Example: 
M8 Female Right Angle 3 Pin 3 Core 
with 02 meter Black PVC Cable
Part Number # CBF08-R33N0-02BPVC
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1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CB X X - X X X X X - XX X X X X

Cores LEDs Cable Length
4 = 2X2X22AWG/7 0 02 = 2m
4 = 2X2X26AWG/7 05 = 5m

8 = 4X2X26AWG/7 10 = 10m

M/F 15 = 15m

Pins Cable Color Cable Catagoty
4 B = Black C5 = CAT5E
8 G = Green C6 = CAT6A

U = Blue C7 = CAT7A
T = Teal C8 = CAT8

12 = M12
08 = M08

Shield
S = Shielded

Size N = Non Shielded

M = Male X = X Coded
F = Female

R = Right Angled V = PVC

U = PUR Special / Coding

T = TPE D = D Coded

PART NUMBER KEY : Pre-Wired Connectors D & X Coded ConnectorsM12 

TYPE Orienta on Cable Sheath / 
Cross Sec onCB = Cable Connector S = Straight

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CB X X - X X X X X - X X PVC - X

Cores LEDs Cable Length

3 0 02 = 2m
4 2 05 = 5m
5 3 10 = 10m

15 = 15m

Pins
3
4

5 Cable Color

B = Black

G = Gray
Y = Yellow

Size

M/F

78A = 7/8" North 
American Color Code
78E = 7/8"  European 
Color Code

S = Shielded
N =  Unshielded

M = Male
F = Female Shield

R = Right Angled P16 = AWG 16 PVC
P75 = 0.75 SQMM PVC
P1.5 = 1.5 SQMM PVC Special / Coding

SS = Stainless Steel 
Coupling

PART NUMBER KEY : 7/8" Prewired Connector ( Molded)

Orienta on Cable Sheath / Cross 
Sec on

CB = Cable Connector S = Straight P18 : AWG 18 PVC

TYPE

For Example: 
M12 Female Straight 4 Pin 4 Core D-Coded 
with 02 meter  CAT5E Green PVC Cable 
Part Number # CBF12-S44S0-02GVC5-D

For Example: 
7/8" Male Straight Connector 3 Pin 
3 Core with 02 meter Black AWG16 PVC Cable
Part Number # CBF78E-S33N0-02BP16 7



1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CB X X - X X X - X X XXX - X

LEDs Cable Length

0 02 = 2m

2 05 = 5m

3 10 = 10m

15 = 15m

Pins

40 = 4 Pole

Size 41 = 4+FE (5 Pole)

M/F

12 = M12

S = Shielded

N =  Unshielded

M = Male U14 = AWG 14 PUR

F = Female Shield

R = Right Angled V16 = AWG 16 PVC

V14 = AWG 14 PVC

U18 : AWG 18 PUR

U16 = AWG 16 PUR

PART NUMBER KEY : M12-L Coded Prewired Connector ( Molded)

XX

Orienta on
Cable Sheath / Cross 

Sec on

CB = Cable Connector S = Straight V18 : AWG 18 PVC

TYPE

Special / Coding

L = L CodedCable Color

B = Black

G = Gray

For Example: 
M12-L Coded Female Straight 4 Pin 4 Core 
with 02 meter AWG16 Black PVC  Cable 
Part Number # CBF12-S44N0-02BV16-L

1 2 3 - 4 5 6 7 8 - 9 10 - 11 - 12

CD X X X X - X X X X - XX X X - X

TYPE Pins

M/F Orienta on 3

M = Male S = Straight 4

F = Female R = Right Angled 5

8

M/F 12

Cable Length Special / Coding

Pins 02 = 2 meter

3 05 = 5 meter

4 10 = 10 meter

Size 5

8

12

12 = M12 U75 : PUR 0.75 SQMM Blank = A coded

RJ45 = RJ45 Plug SS = Stainless Steel 
Coupling

12 = M12 P75 : PVC 0.75 sqmm B = B Coding

RJ45 = RJ45 Plug U34 : PUR 0.34 SQMM SH = Shielded

F = Female CAT6A

Size P34 : PVC 0.34 sqmm 2 LED = 2 LED

08 = M08 P50 : PVC 0.50 sqmm 3 LED = 3 LED

R = Right Angle PUR

TPE

PTFE

M = Male CAT5E

PART NUMBER KEY : Pre-Wired Dual Connectors A  Coded , B Coded and RJ-45 Patch CordM12 

CD = Dual Connector Orienta on Cable Sheath / Catagoty

S = Straight PVC

Cable Color

B = Black

G = Gray

U = Blue

Y = Yellow

S = SKY BLUE

For Example:
Dual Side Connector M12 Female 4 Pin Straight
to M12 Male 4 Pin Straight 
with 02 meter Black PVC Cable
Part Number # CDF12S4-M12S4-02BPVC8



1 2 3 - 4 5 6 7 8 9 - 10 - 11 - 12

CD X X X X - X X X X - XX X X - X

Pins

M/F Orienta on 3

M = Male S = Straight 4

F = Female R = Right Angled 5

6

Cable Length

Pins Size 02 = 2 meter

3 08 = M08 05 = 5 meter

4 12 = M12 10 = 10 meter

Size 5

6 Cable Color

B = Black

G = Gray

U = Blue

Y = Yellow

SS = Stainless Steel Coupling

TYPE

Special / Coding

B = B Coding

SH = Shielded

08 = M08 Blank = A coded

F = Female

2 LED = 2 LED

3 LED = 3 LED

R = Right Angle PUR

TPE

M/F PTFE

M = Male P34 : PVC 0.34 sqmm

PART NUMBER KEY : M08 Pre-Wired Dual Connectors A  Coded , B Coded 

CD = Dual Connector Orienta on Cable Sheath / Catagoty

S = Straight PVC

1 2 3 4 5 6 - 7 8 9 - 10 11 12 13 14 - 15

CD X X X X X - X X X - X X X X X - X

M/F Orienta on Cable Sheath / Catagoty
Cable 

Catagoty

M = Male S = Straight V= PVC C5 = CAT5E

F = Female R = Right Angled U = PUR C6 = CAT6A

T = TPE C7 = CAT7

C8 = CAT8

Coding

X = X Coding Cable Length

D= D Coding Size 02 = 2 meter

12 = M12 05 = 5 meter

RJ45 = RJ45 Plug 10 = 10 meter

Pins

Pins 4 Cable Color

4 8 B = Black

8 G = Green

U = Blue

T = Teal

SH = Shielded

Blank = Unshielded

Size

08 = M08

12 = M12

PART NUMBER KEY : M12 & M08 Pre-Wired Dual Connectors , D Coded & X Coded

M/F Special / Coding

M = Male D = D Coding

F = Female X = X Coding

TYPE Orienta on

CD = Dual Connector S = Straight

R = Right Angle

For Example:
Dual Side Connector M08 Female 3 Pin Straight
to M08 Male 3 Pin Straight 
with 02 meter Black PVC Cable
Part Number # CDF08S3-M08S3-02BPVC

For Example:
Dual Side Connector M12 X-Coded Male 8 Pin Straight
to RJ45 Plug with 02 meter Teal CAT6A PUR Cable
Part Number # CDM12S8X-MRJ45-02TUC6-SH
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1 2 3 4 5 6 - 7 8 9 - 10 11 12 13 - 15

CD X X X X X - X X X X - X X XX - X

M/F Orienta on Cable Sheath / Catagoty

M = Male S = Straight P18 : AWG 18 PVC

F = Female R = Right Angled P16 = AWG 16 PVC

P75 = 0.75 SQMM PVC

P1.5 = 1.5 SQMM PVC

Code

A = North 
American Color 
Code

Size Cable Length

E =  European 
Color Code

78 = 7/8" 02 = 2 meter

05 = 5 meter

10 = 10 meter

Pins

Pins 3

Cable Color

3 4

B = Black

4 5

G = Gray

5

Y= Yellow

Size

78A = 7/8"

M/F Special / Coding

M = Male Blank = Unshielded

F = Female

PART NUMBER KEY :7/8" Pre-Wired Dual Connectors

TYPE Orienta on

CD = Dual Connector S = Straight

R = Right Angle

1 2 3 4 5 6 - 7 8 9 10 11 - 12 13 - 16

CD X X X X X - X X X X X - X X - X

M/F Orienta on Coding

M = Male S = Straight L = L Coding

F = Female R = Right Angled

Coding

L = L Coding Cable Length

Size 02 = 2 meter

12 = M12 05 = 5 meter

10 = 10 meter

Pins

Pins 4 = 4 Pins Cable Color

4 = 4 Pins 5 = 4+FE B = Black

5 = 4+FE G = Gray

F = Female Special / Coding

Blank = Unshielded

Size

12 = M12

U18 : AWG 18 PUR

U16 = AWG 16 PUR

M/F U14 = AWG 14 PUR

M = Male

CD = Dual Connector S = Straight V18 : AWG 18 PVC

R = Right Angle V16 = AWG 16 PVC

V14 = AWG 14 PVC

PART NUMBER KEY : M12 Pre-Wired Dual Connectors L Coded 

14

X

TYPE Orienta on
Cable Sheath / 

Catagoty

For Example:
Dual Side Connector 7/8" Female 4 Pin Straight
to Male 4 Pin Straight with 02 meter 
AWG16 Black PVC Cable
Part Number # CDF78ES4-M78ES4-02BP16

For Example:
Dual Side Connector M12 L-Coded Female 5 (4+FE)
 Pin Straight to Male 5 (4+FE) Pin Straight with 02 meter 
AWG16 Black PVC Cable
Part Number # CDF12S5L-M12S5L-02BV16
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For Example : 
M12 Male Userwire Connector Straight 5 Pin
Screw Termina on with PG7 Outlet cable O.D. 4 to 6mm
Part Number # CNM12-S5SP0-BP7

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CN X X - X X X X X - X X X - X

Connec on LEDs Coupling Nut

S = Screw 0 B = Brass

L = Solder 2 P = Plas c

3

Pins Cable Outlet MOC

4 P = Plas c

5 B = Brass

8 S = Stainless SteelS = Stainless Steel

Size

12 = M12

M = Male P = Plas c (PA66)

F = Female B = Brass

M/F MOC

R = Right Angled 9 = PG9

PART NUMBER KEY : M12 User-Wired Connectors

TYPE Orienta on Cable Outlet 

CN = Connector S = Straight 7 = PG7

Special / Coding

B = B Coded

D= D Coded

Black = A Coded

S = S Coded

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CN X X - X X X X X - X X X - X

Connec on LEDs Coupling Nut

S = Screw 0 B = Brass

L = Solder 2 P = Plas c

3

Pins Cable Outlet MOC

3 P = Plas c

4

For Example : 

M08 Male Userwire  Connector Straight 4 Pind
Screw Termina on 
Part Number # CNM08-S4SP0-BP5

S = Stainless Steel

Size

08= M08

M = Male P = Plas c (PA66)

F = Female B = Brass

M/F MOC

Special / Coding

R = Right Angled

Black = A Coded

PART NUMBER KEY : M08 User-Wired Connectors

TYPE Orienta on Cable Outlet 

CN = Connector S = Straight 5 = PG5
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For Example : 
M12 Male Panel Mount Connector Front 4 Pin PG9 Threads
with 200mm PVC wires
Part Number # CPM12-FPBR4-P2

1 2 3 - 4 5 6 7 8 - 9 10 - 11

CP X X - X X X X X - X X - X

MOC Pins Connec on

B = Brass 4 P = PVC Wires

P = Plas c 5 S = PCB

S = S.S. 8 SL = Solder type

12 T= TPE Wire

Cable Length

Moun ng 0 = No Wire/ St. PCB Mount

P = PG9 R = Angled PCB Mount

M = M16x1.5mm 1 = 100mm

M20 : M20X1.5mm 2 = 200mm

12 = M12X1 mm 3 = 300mm

N = 14 NPT 5 = 500mmSize

12 = M12

M = Male MOC

F = Female L = Plas c (PA66)

R = Brass

S = Stainless Steel

R = Rear D= D Coded

X = X Coded

SH = Shielded

M/F

PART NUMBER KEY : M12 Panel Mount Connectors

TYPE Moun ng Special / Coding

CP = Panel Connector F = Front B = B Coded

For Example :

M12 Female Panel Mount Connector Rear type 4 Pin
M16X1.5mm Panel Threads with 02m 4 Core X 0.34 SQMM PVC cable
Part Number # CPF12-RMBR4-02BPVC-ST

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CP X X - X X X X X - X X X - X

MOC Pins Cable Length

B = Brass 4 01 = 1 meter

P = Plas c 5 02 = 02 meter

S = S.S. 8 03 = 03 meter

12 05 = 05 meter

Cable Color

Moun ng B = Black

P = PG9 R = Brass G = Green

M = M16x1.5mm T = Real

M20 : M20X1.5mm Y = Yellow

12 = M12X1 mm

N = 14 NPTSize

12 = M12

M = Male MOC Cable Sheath / Category

F = Female PVC

S = Stainless Steel PUR

R = Rear ST = Shielded Tube

Blank = A Coded

M/F

PART NUMBER KEY : M12 Panel Mount Connectors 

TYPE Moun ng Special / Coding

CP = Panel Connector F = Front B = B Coded
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For Example :
M12 Panel Connector D Coded 4 Pin Female Rear mount 
M16X1.5mm Panel Threads with 02 meter CAT5E TEAL PUR Cable
Part Number # CPF12-FPBR4-02GVC5-D

1 2 3 - 4 5 6 7 8 - 9 10 11 12 - 13

CP X X - X X X X X - X X X X - X

MOC Pins Cable Length

B = Brass 4 01 = 1 meter

P = Plas c 5 02 = 02 meter

S = S.S. 8 03 = 03 meter

12 05 = 05 meter

Cable Color

Moun ng B = Black
Cable Sheath / 

Category
Special / Coding

P = PG9 G = Green V = PVC D = D Coded

M = M16x1.5mm T = Real U = PUR X = X Coded

T = TPE

Size

12 = M12

M = Male MOC

F = Female R = Brass

S = Stainless Steel

R = Rear C6 = CAT6A

C7 = CAT7

M/F

PART NUMBER KEY : Panel Mount Connectors ( D & X Coded)

TYPE Moun ng Special / Coding

CP = Panel Connector F = Front C5 = CAT5E

For Example :
Dual Side Connector M12-X Coded Female 8 Pin Rear Mount M16X1.5mm
Panel Threads to RJ45 Plug with 02m Teal CAT6A PUR Cable
Part Number # CDF12RMBR8-MRJ45-02TUC6-X

1 2 3 4 5 6 7 8 9 - 10 - 11 12 13 14 - 15

.

CD X X X X X X X X - X - X X X X - X

Special / Coding

MOC Pins Cable Length C5 = CAT5E

B = Brass 4 MRJ45 = RJ45 Plug Cable Color C6 = CAT6A

P = Plas c 8 B = Black C7 = CAT7

S = S.S. Cable Length G = Green

01 = 1 meter T = Real

02 = 02 meter

03 = 03 meter Cable Sheath / Category

Moun ng 05 = 05 meter V = PVC

P = PG9 U = PUR

M = M16x1.5mm T = TPES = Stainless Steel

Size

12 = M12

M/F

M = Male MOC

F = Female R = Brass

PART NUMBER KEY : Panel Mount Connectors Dual Side D & X Coded

TYPE Moun ng

CD = Panel Connector Dual Side F = Front

R = Rear

Special / Coding

D = D Coded

X = X Coded
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For Example : 

7/8" Panel Connector Male 4 Pin Front Mount PG13.5 Threads
with 500mm AWG 16 PVC Wires
Part Number # CPF78E-FMBR4-P5V16

1 2 3 - 4 5 6 7 8 - 9 10 - 11

CP X X - X X X X X - X X - X

MOC Pins Connec on

B = Brass 4 P = PVC Wires

P = Plas c 5 S = PCB

S = S.S. 8 SL = Solder type

12 T= TPE Wire

Cable Length

Moun ng 1 = 100mm

13 = PG13.5 2 = 200mm

M = M16x1.5mm 3 = 300mm

M20 : M20X1.5mm 5 = 500mm

12 = M12X1 mm

N = 14 NPT

78A = 7/8" N.A. 
Color Code

78E = 7/8" EU Color 
Code

F = Female L = Plas c (PA66)

R = Brass

S = Stainless Steel

Size

R = Rear V18 = AWG18

M/F

M = Male MOC

PART NUMBER KEY : 7/8" Panel Mount Connectors

TYPE Moun ng Special / Coding

CP = Panel Connector F = Front V16 = AWG 16

For Example : 
M08 Male Panel Mount Connector Front 4 Pin M08X0.5mm Threads
with 500mm PVC wires
Part Number # CPM08-FM8BR4-P5

1 2 3 - 4 5 6 7 8 - 9 10 - 11

CP X X - X X X X X - X X - X

MOC Pins Connec on

B = Brass 3 P = PVC Wires

P = Plas c 4 S = PCB

S = S.S. 5 SL = Solder type

6 T= TPE Wire

Cable Length

Moun ng 0 = No Wire/ St. PCB Mount

M8 = M8x0.5mm R = Angled PCB Mount

M10 = M10x0.75mm 1 = 100mm

2 = 200mm

3 = 300mm

5 = 500mmSize

08 = M08

S = Stainless Steel

M = Male MOC

F = Female L = Plas c (PA66)

R = Brass

R = Rear Blank = A Coded

E= Euro Type

F= Flush Type

M/F

PART NUMBER KEY : M08 Panel Mount Connectors

TYPE Moun ng Special / Coding

CP = Panel Connector F = Front B = B Coded
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For Example : 
M12 L Coded  Panel Connector Male 4+FE Rear Mount M16X1.5mm Threads
with 500mm AWG 16 PVC Wires
Part Number # CPM12-RMBR5-T5P16-L

1 2 3 - 4 5 6 7 8 - 9 10 11 - 12

CP X X - X X X X X - X X X - X

MOC Pins Connec on

B = Brass 4 = 4 Pole T = TPE Wires

5 = 4+FE SL = Solder type

Cable Length

Moun ng P18 = 18 AWG

M = M16x1.5mm P16 = 16 AWG

Connec on

5 = 500mm

12 = M12

F = Female L = Plas c (PA66)

Size

M/F

M = Male MOC

PART NUMBER KEY : M12-L Coded Panel Mount Connectors

TYPE Moun ng Special / Coding

CP = Panel Connector R = Rear L = L Coded
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Pin Assignments of M8 Signal Connector

Pin Assignments of M12 Signal Connector

Pin Assignments of M8 Data Connector

13 

4 

1 3

 4

1

2

3

4

1 

2

3

4

1 2 

3

4

5
6

Signal

Signal

Data

Female 3 Pin Male 3 Pin Female 4 Pin Male 4 Pin Female 6 Pin Male 6 Pin

A-Coded

A-Coded

Wire ColorPin
1
2
3
4
5
6

BN

BU
WH

BK

BN

BU
BK

3-Pin
 Male/Female

4-Pin
 Male/Female

GY
PK

WH
BN

BU
BK

6-Pin
 Male/Female

Wire ColorPin

3-Pin
 Male/Female

4-Pin
 Male/Female

5-Pin
 Male/Female

1
2
3
4
5

BU
WH

BK

BN

BU
BK

BN

GY

WH
BN

BU
BK

Female 5 Pin Male 5 Pin

1

2

3

4

5
1

2

3

4

5

5
B-Coded 5-Pin Male/Female

Pin Wire Color
1
2
3
4
5 GY

WH
BN

BU
BK

4-Pin Male/Female

Pin Wire Color
1
2
3
4

WH
YE

OR
BU

D-Coded

Female 4 Pin Male 4 Pin

1

2

3

4 2

1

3

4

4

Female 3/4 Pin Female 5 PinMale 3/4 Pin Male 5 Pin

1 

2 

3 

4 

1 

2 

3 
5 

4 

3 

4 

1 

2 

5 
3 

4 

1 

2 

Female 8 Pin Female 12 PinMale 8 Pin Male 12 Pin

1

2 3

4

5
6

7 

8 1

23

4

5
6

7

8 1 10

2 3
4

5

11

6

12

8

9

Wire ColorPin

8-Pin
Male/Female

12-Pin 
Male/Female

1
2
3
4
5
6
7
8
9

10
11
12

GN
BU

WH

WH

BN
BN

VT
GY/PK
RD/BU

YE GN
GY PK
PK YE
BU BK
RD GY

RD
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Data

Pin
1
2
3
4
5

SH

YE
RDWH

BU

SH

BK
WH
BU

4-Pin
 Male/Female 

CC-Link

5-Pin
 Male/Female

 CANopen

Pin Assignments of M12 Data Connector

Female 4 Pin Female 5 PinMale 4 Pin Male 5 Pin

1 

2 

3 

4 

1 

2 

3 
5 

4 

3 

4 

1 

2 

5 
3 

4 

1 

2 

Pin Assignments of M12 Signal Connector
Signal

Pin Wire Color

5-Pin
 Male/Female

1
2
3
4
5

WH
BN

BU
BK

B-Coded

Female 5 Pin Male 5 Pin
1 2 

3 4 

5 

4

1

3 

5 

2

Female 3 Pin

Female 5 Pin

Male 3 Pin

Male 5 Pin

C-Coded

32

1-PE

3 2

1-PE

1

2

3-PE

4

51

2
3-PE

4

5

Wire ColorPin
1
2
3
4
5

GN/YE

BU
WHBN
BN

BU
BK
GY

3-Pin
 Male/Female 

5-Pin
 Male/Female

1

2

3 1

2

3

Pin Assignments of M12 Data Connector

Data

D-Coded

Female 4 Pin Male 4 Pin

Pin

8-Pin
Male/Female

1
2
3
4
5
6
7
8

OR
WH/GN

WH/OR

GN
WH/BN
BN
WH/BU
BU

1
2

3
45

6

7
81

2

3
4 5

6

7
8

Female 8 Pin Male 8 Pin

Wire ColorPin
1
2
3
4

WH

BU

4-Pin
 Male/Female 

OR

YE
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Wire ColorPin
1
2
3
4
5

WH
BK

3-Pin
 Male/Female 

4-Pin
 Male/Female

5-Pin
 Male/Female

WH
RD

BK

BK
RD
WH

OR

GN/YE

GN/YE
GN/YE

Pin Assignments of M12 Power Connector
L-Coded

Female 4 Pin Female 5 PinMale 4 Pin Male 5 Pin

Pin Assignments of 7/8” Connector

European Color Code

American Color Code

Wire ColorPin
1
2
3
4
5

BU
BN

3-Pin
 Male/Female 

4-Pin
 Male/Female

5-Pin
 Male/Female

WH
BN

BU
BK

BK
BU

WH
BN

GN/YE

GN/YE

Pin
1
2
3
4
5

4-Pin
 Male/Female 

5-Pin
 Male/Female

WH
BN

BU
BK

GN/YE

WH
BN

BU
BK

3

4

2

1

2

1

3

4

3

4

5-FE

2

1

2

1

5-FE

3

4

Female 3 Pin Female 4 Pin Female 5 PinMale 3 Pin Male 4 Pin Male 5 Pin

1

2 3

4-PE
1-PE

2 3

1-PE

23

1

23

4-PE 1

2
3-PE

4

5 1

2

3-PE

4

5

18

S-Coded

1

2

3

PE

1

2

3

PE

1 3

PE

13

PE
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20

M8 Sensor/Actuator connector
● Available in 3, 4, 5, 6 & 8 Pins
● Male & Female
● A, B, D - Coding
● Miniature M8 D-coded to RJ45 connector for PoE (Power over Ethernet)
● Pre-wired, Panel Mount, Field Wire, Dual Ended Connec ng Cable, Spli ers.
● PVC & PUR Cables, UL Approved Cables (File No. E516751), Category Cables.
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M8 Circular Connector

M8 Female Straight 3 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S33N2-02BPVC

10 m
15 m

5 m
3 m CBF08-S33N2-03BPVC

CBF08-S33N2-05BPVC
CBF08-S33N2-10BPVC
CBF08-S33N2-15BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.4 ± 0.1 mm
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

L34.7
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M8 Circular Connector

M8 Female Straight 3 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S33N2-02BPUR

10 m
15 m

5 m
3 m CBF08-S33N2-03BPUR

CBF08-S33N2-05BPUR
CBF08-S33N2-10BPUR
CBF08-S33N2-15BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

L34.7
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M8 Circular Connector

M8 Female Straight 3 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S33N2-02BP34

10 m
15 m

5 m
3 m CBF08-S33N2-03BP34

CBF08-S33N2-05BP34
CBF08-S33N2-10BP34
CBF08-S33N2-15BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

L34.7
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M8 Circular Connector

M8 Female Straight 4 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S44N2-02BPVC

10 m
15 m

5 m
3 m CBF08-S44N2-03BPVC

CBF08-S44N2-05BPVC
CBF08-S44N2-10BPVC
CBF08-S44N2-15BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.25 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

L34.7
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M8 Circular Connector

M8 Female Straight 4 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S44N2-02BPUR

10 m
15 m

5 m
3 m CBF08-S44N2-03BPUR

CBF08-S44N2-05BPUR
CBF08-S44N2-10BPUR
CBF08-S44N2-15BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

L34.7
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M8 Circular Connector

M8 Female Straight 4 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S44N2-02BP34

10 m
15 m

5 m
3 m CBF08-S44N2-03BP34

CBF08-S44N2-05BP34
CBF08-S44N2-10BP34
CBF08-S44N2-15BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

L34.7
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M8 Circular Connector

M8 Female Right Angle 3 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R33N2-02BPVC

10 m
15 m

5 m
3 m CBF08-R33N2-03BPVC

CBF08-R33N2-05BPVC
CBF08-R33N2-10BPVC
CBF08-R33N2-15BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.4 ± 0.1 mm
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 3 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R33N2-02BPUR

10 m
15 m

5 m CBF08-R33N2-05BPUR
CBF08-R33N2-10BPUR
CBF08-R33N2-15BPUR

3 m CBF08-R33N2-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 3 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R33N2-02BP34

10 m
15 m

5 m CBF08-R33N2-05BP34
CBF08-R33N2-10BP34
CBF08-R33N2-15BP34

3 m CBF08-R33N2-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 4 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R44N2-02BPVC

10 m
15 m

5 m
3 m CBF08-R44N2-03BPVC

CBF08-R44N2-05BPVC
CBF08-R44N2-10BPVC
CBF08-R44N2-15BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.25 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 4 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R44N2-02BPUR

10 m
15 m

5 m
3 m CBF08-R44N2-03BPUR

CBF08-R44N2-05BPUR
CBF08-R44N2-10BPUR
CBF08-R44N2-15BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 4 Pin 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R44N2-02BP34

10 m
15 m

5 m
3 m CBF08-R44N2-03BP34

CBF08-R44N2-05BP34
CBF08-R44N2-10BP34
CBF08-R44N2-15BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

26.7 L

M8 x 1
Ø10

33



1 BROWN

SHIELDING

3 BLUE

4 BLACK

M8 Circular Connector

M8 Female Straight 3 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S33S2-02GPVC

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-S33S2-03GPVC
CBF08-S33S2-05GPVC
CBF08-S33S2-10GPVC
CBF08-S33S2-15GPVC

 Cable Specification

Cable Dia 4.5 ± 0.1 mm
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Grey
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

L34.7
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1 BROWN

SHIELDING

3 BLUE

4 BLACK

M8 Circular Connector

M8 Female Straight 3 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S33S2-02BPUR

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-S33S2-03BPUR
CBF08-S33S2-05BPUR
CBF08-S33S2-10BPUR
CBF08-S33S2-15BPUR

 Cable Specification

Cable Dia 5.0 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
3 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

L34.7
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1 BROWN

SHIELDING

3 BLUE

4 BLACK

M8 Circular Connector

M8 Female Straight 3 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S33S2-02BP34

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-S33S2-03BP34
CBF08-S33S2-05BP34
CBF08-S33S2-10BP34
CBF08-S33S2-15BP34

 Cable Specification

Cable Dia 5.0 ± 0.1 mm
Core Dia 1.45 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

L34.7
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M8 Circular Connector

M8 Female Straight 4 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S44S2-02BPUR

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-S44S2-03BPUR
CBF08-S44S2-05BPUR
CBF08-S44S2-10BPUR
CBF08-S44S2-15BPUR

 Cable Specification

Cable Dia 5.1 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

L34.7

1 BROWN

SHIELDING

2 WHITE

3 BLUE

4 BLACK
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M8 Circular Connector

M8 Female Straight 4 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S44S2-02BP34

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-S44S2-03BP34
CBF08-S44S2-05BP34
CBF08-S44S2-10BP34
CBF08-S44S2-15BP34

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

L34.7

1 BROWN

SHIELDING

2 WHITE

3 BLUE

4 BLACK
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1 BROWN

SHIELDING

3 BLUE

4 BLACK

M8 Circular Connector

M8 Female Right Angle 3 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R33S2-02GPVC

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-R33S2-03GPVC
CBF08-R33S2-05GPVC
CBF08-R33S2-10GPVC
CBF08-R33S2-15GPVC

 Cable Specification

Cable Dia 4.5 ± 0.1 mm
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Grey
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

26.7 L

M8 x 1
Ø10
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1 BROWN

SHIELDING

3 BLUE

4 BLACK

M8 Circular Connector

M8 Female Right Angle 3 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R33S2-02BPUR

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-R33S2-03BPUR
CBF08-R33S2-05BPUR
CBF08-R33S2-10BPUR
CBF08-R33S2-15BPUR

 Cable Specification

Cable Dia 5.0 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
3 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

26.7 L

M8 x 1
Ø10
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1 BROWN

SHIELDING

3 BLUE

4 BLACK

M8 Circular Connector

M8 Female Right Angle 3 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R33S2-02BP34

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-R33S2-03BP34
CBF08-R33S2-05BP34
CBF08-R33S2-10BP34
CBF08-R33S2-15BP34

 Cable Specification

Cable Dia 5.0 ± 0.1 mm
Core Dia 1.45 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 4 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R44S2-02BPUR

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-R44S2-03BPUR
CBF08-R44S2-05BPUR
CBF08-R44S2-10BPUR
CBF08-R44S2-15BPUR

 Cable Specification

Cable Dia 5.1 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

26.7 L

M8 x 1
Ø10

1 BROWN

SHIELDING

2 WHITE

3 BLUE

4 BLACK
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M8 Circular Connector

M8 Female Right Angle 4 Pin 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Pin Assignment

Grip Colour
Coupling Nut

Transparent/Orange
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-R44S2-02BP34

10 m
15 m

5 m
3 m

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

CBF08-R44S2-03BP34
CBF08-R44S2-05BP34
CBF08-R44S2-10BP34
CBF08-R44S2-15BP34

 Cable Specification

Cable Dia 4.8 ± 0.1 mm
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped
LED Indication

Output Type

Power   - Green

PNP
Output  - Red

Shield Braiding 85%

26.7 L

M8 x 1
Ø10

1 BROWN

SHIELDING

2 WHITE

3 BLUE

4 BLACK
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M8 Circular Connector

M8 Male Straight 3 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-S33S0-02BP34

10 m
15 m

5 m CBM08-S33S0-05BP34
CBM08-S33S0-10BP34
CBM08-S33S0-15BP34

3 m CBM08-S33S0-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

 Cable Specification

Cable Dia

Shield Braiding

5.0 ± 0.1 mm

85%

Core Dia 1.45 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

1 BROWN 3 BLUE

SHIELDING

 4 BLACK

38.5 L
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M8 Circular Connector

M8 Male Straight 3 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-S33S0-02BPUR

10 m
15 m

5 m CBM08-S33S0-05BPUR
CBM08-S33S0-10BPUR
CBM08-S33S0-15BPUR

3 m CBM08-S33S0-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

 Cable Specification

Cable Dia

Shield Braiding

5.0 ± 0.1 mm

85%

Core Dia 1.45 mm

Cable Length-L 2 m
3 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

1 BROWN 3 BLUE

SHIELDING

 4 BLACK

38.5 L
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M8 Circular Connector

M8 Male Straight 4 Pin Shielded Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM08-S44S0-02BP34

10 m
15 m

5 m CBM08-S44S0-05BP34
CBM08-S44S0-10BP34
CBM08-S44S0-15BP34

3 m CBM08-S44S0-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Cable Specification

Cable Dia

Shield Braiding

4.8 ± 0.1 mm

85%

Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING

4 BLACK

38.5 L
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M8 Circular Connector

M8 Male Straight 4 Pin Shielded Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM08-S44S0-02BPUR

10 m
15 m

5 m CBM08-S44S0-05BPUR
CBM08-S44S0-10BPUR
CBM08-S44S0-15BPUR

3 m CBM08-S44S0-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Cable Specification

Cable Dia

Shield Braiding

5.1 ± 0.1 mm

85%

Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination Partially Stripped

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING

4 BLACK

38.5 L
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M8 Circular Connector

M8 Female Straight 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBF08-S88N0-02BPVC

10 m
15 m

5 m CBF08-S88N0-05BPVC
CBF08-S88N0-10BPVC
CBF08-S88N0-15BPVC

3 m CBF08-S88N0-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

L34.7

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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M8 Circular Connector

M8 Female Straight 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBF08-S88N0-02BPUR

10 m
15 m

5 m CBF08-S88N0-05BPUR
CBF08-S88N0-10BPUR
CBF08-S88N0-15BPUR

3 m CBF08-S88N0-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

L34.7

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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M8 Circular Connector

M8 Female Right Angle 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBF08-R88N0-02BPVC

10 m
15 m

5 m CBF08-R88N0-05BPVC
CBF08-R88N0-10BPVC
CBF08-R88N0-15BPVC

3 m CBF08-R88N0-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 Female Right Angle 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBF08-R88N0-02BPUR

10 m
15 m

5 m CBF08-R88N0-05BPUR
CBF08-R88N0-10BPUR
CBF08-R88N0-15BPUR

3 m CBF08-R88N0-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.7 L

M8 x 1
Ø10

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

M8 Male Straight 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBM08-S88N0-02BPVC

10 m
15 m

5 m CBM08-S88N0-05BPVC
CBM08-S88N0-10BPVC
CBM08-S88N0-15BPVC

3 m CBM08-S88N0-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

38.5 L
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M8 Circular Connector

M8 Male Straight 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBM08-S88N0-02BPUR

10 m
15 m

5 m CBM08-S88N0-05BPUR
CBM08-S88N0-10BPUR
CBM08-S88N0-15BPUR

3 m CBM08-S88N0-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

38.5 L

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

M8 Male Right Angle 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBM08-R88N0-02BPVC

10 m
15 m

5 m CBM08-R88N0-05BPVC
CBM08-R88N0-10BPVC
CBM08-R88N0-15BPVC

3 m CBM08-R88N0-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.7

M8 x 1
Ø10

L
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M8 Circular Connector

M8 Male Right Angle 8 Pin Connector

Product Image Product Diagram

 Ordering Part No. 
Cable Length Part Number

2 m CBM08-R88N0-02BPUR

10 m
15 m

5 m CBM08-R88N0-05BPUR
CBM08-R88N0-10BPUR
CBM08-R88N0-15BPUR

3 m CBM08-R88N0-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.7

M8 x 1
Ø10

L

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Termination Partially Stripped
Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S8-M08S8-02BPVC

10 m
15 m

5 m CDF08S8-M08S8-05BPVC
CDF08S8-M08S8-10BPVC
CDF08S8-M08S8-15BPVC

3 m CDF08S8-M08S8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

M8 x 1

Ø10
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M8 Circular Connector

Dual M8 Female to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S8-M08S8-02BPUR

10 m
15 m

5 m CDF08S8-M08S8-05BPUR
CDF08S8-M08S8-10BPUR
CDF08S8-M08S8-15BPUR

3 m CDF08S8-M08S8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

M8 x 1

Ø10

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female Right Angle to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-M08S8-02BPVC

10 m
15 m

5 m CDF08R8-M08S8-05BPVC
CDF08R8-M08S8-10BPVC
CDF08R8-M08S8-15BPVC

3 m CDF08R8-M08S8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

22.2
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M8 Circular Connector

Dual M8 Female Right Angle to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-M08S8-02BPUR

10 m
15 m

5 m CDF08R8-M08S8-05BPUR
CDF08R8-M08S8-10BPUR
CDF08R8-M08S8-15BPUR

3 m CDF08R8-M08S8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

22.2

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female Straight to Male Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S8-M08R8-02BPVC

10 m
15 m

5 m CDF08S8-M08R8-05BPVC
CDF08S8-M08R8-10BPVC
CDF08S8-M08R8-15BPVC

3 m CDF08S8-M08R8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

26.0
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M8 Circular Connector

Dual M8 Female Straight to Male Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S8-M08R8-02BPUR

10 m
15 m

5 m CDF08S8-M08R8-05BPUR
CDF08S8-M08R8-10BPUR
CDF08S8-M08R8-15BPUR

3 m CDF08S8-M08R8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

26.0

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female to Male Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-M08R8-02BPVC

10 m
15 m

5 m CDF08R8-M08R8-05BPVC
CDF08R8-M08R8-10BPVC
CDF08R8-M08R8-15BPVC

3 m CDF08R8-M08R8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.022.2
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M8 Circular Connector

Dual M8 Female to Male Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-M08R8-02BPUR

10 m
15 m

5 m CDF08R8-M08R8-05BPUR
CDF08R8-M08R8-10BPUR
CDF08R8-M08R8-15BPUR

3 m CDF08R8-M08R8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.022.2

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Male to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08S8-M08S8-02BPVC

10 m
15 m

5 m CDM08S8-M08S8-05BPVC
CDM08S8-M08S8-10BPVC
CDM08S8-M08S8-15BPVC

3 m CDM08S8-M08S8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

M8 x 1

Ø10
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M8 Circular Connector

Dual M8 Male to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08S8-M08S8-02BPUR

10 m
15 m

5 m CDM08S8-M08S8-05BPUR
CDM08S8-M08S8-10BPUR
CDM08S8-M08S8-15BPUR

3 m CDM08S8-M08S8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

M8 x 1

Ø10

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Male Right Angle to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R8-M08S8-02BPVC

10 m
15 m

5 m CDM08R8-M08S8-05BPVC
CDM08R8-M08S8-10BPVC
CDM08R8-M08S8-15BPVC

3 m CDM08R8-M08S8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

26.0
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M8 Circular Connector

Dual M8 Male Right Angle to Male Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R8-M08S8-02BPUR

10 m
15 m

5 m CDM08R8-M08S8-05BPUR
CDM08R8-M08S8-10BPUR
CDM08R8-M08S8-15BPUR

3 m CDM08R8-M08S8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

26.0

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Male to Male Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R8-M08R8-02BPVC

10 m
15 m

5 m CDM08R8-M08R8-05BPVC
CDM08R8-M08R8-10BPVC
CDM08R8-M08R8-15BPVC

3 m CDM08R8-M08R8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.0 26.0
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M8 Circular Connector

Dual M8 Male to Male Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R8-M08R8-02BPUR

10 m
15 m

5 m CDM08R8-M08R8-05BPUR
CDM08R8-M08R8-10BPUR
CDM08R8-M08R8-15BPUR

3 m CDM08R8-M08R8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

26.0 26.0

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female to Female Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S8-F08S8-02BPVC

10 m
15 m

5 m CDF08S8-F08S8-05BPVC
CDF08S8-F08S8-10BPVC
CDF08S8-F08S8-15BPVC

3 m CDF08S8-F08S8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

M8 x 1

Ø10
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M8 Circular Connector

Dual M8 Female to Female Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S8-F08S8-02BPUR

10 m
15 m

5 m CDF08S8-F08S8-05BPUR
CDF08S8-F08S8-10BPUR
CDF08S8-F08S8-15BPUR

3 m CDF08S8-F08S8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

M8 x 1

Ø10

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female Right Angle to Female Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-F08S8-02BPVC

10 m
15 m

5 m CDF08R8-F08S8-05BPVC
CDF08R8-F08S8-10BPVC
CDF08R8-F08S8-15BPVC

3 m CDF08R8-F08S8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

22.2
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M8 Circular Connector

Dual M8 Female Right Angle to Female Straight 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-F08S8-02BPUR

10 m
15 m

5 m CDF08R8-F08S8-05BPUR
CDF08R8-F08S8-10BPUR
CDF08R8-F08S8-15BPUR

3 m CDF08R8-F08S8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

M8 x 1

Ø10

22.2

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Dual M8 Female to Female Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-F08R8-02BPVC

10 m
15 m

5 m CDF08R8-F08R8-05BPVC
CDF08R8-F08R8-10BPVC
CDF08R8-F08R8-15BPVC

3 m CDF08R8-F08R8-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

8 Core PVC Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

5.0 ± 0.2 mm
1.0 mm

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

22.2 22.2
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M8 Circular Connector

Dual M8 Female to Female Right Angle 8 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R8-F08R8-02BPUR

10 m
15 m

5 m CDF08R8-F08R8-05BPUR
CDF08R8-F08R8-10BPUR
CDF08R8-F08R8-15BPUR

3 m CDF08R8-F08R8-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

             All dimensions are in mm.Product may differ from image.

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE

22.2 22.2

 Cable Specification
Cable Length-L 2 m

8 Core PUR Multi StrandCable Type
Sheath Colour Black

0.14 sq. mm Cross Section of Wire

Cable Dia
Core Dia

4.8 ± 0.2 mm
0.95 mm
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M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M8 x 0.5
Pole 8

Nylon 66

Cable length
Cable Type

200 mm
PVC

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

200mm CPM08-FM8BR8-P2-F

500mm CPM08-FM8BR8-P5-F
300mm CPM08-FM8BR8-P3-F

18.0
8.5
2.0

2.5

Max. 4.5
SW10 SW10

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

M8 Male Front 8 Pin Flush Type Panel Mount Connector

 Recommended Panel Cutout
7.1 +0.1

Panel Thick 
2.5 ~ 4.5 mm 

0.5 x 45°

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M8 x 1
Pole 8

Nylon 66

Cable length
Cable Type

200 mm
PVC

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

*Please contact factory for customized cable lengths.

 Ordering Part No.
Part Number

CPM08-RM8BR8-P2-F

CPM08-RM8BR8-P5-F
CPM08-RM8BR8-P3-F

18.0
12.0

2.5 2.0

L

SW10
SW10≥4.5

4.0

             All dimensions are in mm.Product may differ from image.

M8 Male Rear 8 Pin Flush Type Panel Mount Connector

 Recommended Panel Cutout

Ø8.1 +0.1

Panel Thickness 
2.5 ~ 4.5 mm 

1 WHITE 8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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Cable Length
200mm

500mm
300mm



M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M8 x 0.5
Pole 8

Nylon 66

Cable length
Cable Type

200 mm
PVC

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

*Please contact factory for customized cable lengths.

 Ordering Part No.
Part Number

CPF08-FM8BR8-P2

CPF08-FM8BR8-P5
CPF08-FM8BR8-P3

M8 x 0.5
6.5 2.0

16.0

2.5SW10 SW10

L

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

M8 Female Front 8 Pin Panel Mount Connector

 Recommended Panel Cutout
7.1 +0.1

Panel Thick 
2.5 ~ 4.5 mm 

0.5 x 45°

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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Cable Length
200mm

500mm
300mm



M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M12 x 1
Pole 8

Nylon 66

Cable length
Cable Type

200 mm
PVC

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

*Please contact factory for customized cable lengths.

 Ordering Part No.
Part Number

CPF08-RM12BR8-P2

CPF08-RM12BR8-P5
CPF08-RM12BR8-P3

15.5
≥4.5

Ø14.5

4.0 5.5

L

             All dimensions are in mm.Product may differ from image.

M8 Female Rear 8 Pin Panel Mount Connector

 Recommended Panel Cutout

10.1 +0.1

Panel Thick
2.5˜4.5 mm

0.5 x 45°

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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Cable Length
200mm

500mm
300mm



M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M8 x 0.5
Pole 8

Nylon 66

Cable length
Cable Type

200 mm
PVC

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

*Please contact factory for customized cable lengths.

 Ordering Part No.
Part Number

CPF08-FM8BR8-P2-E

CPF08-FM8BR8-P5-E
CPF08-FM8BR8-P3-E

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

8.6
16.0

O-ring

L

M8 x 0.5SW10 SW10 2.5

             All dimensions are in mm.Product may differ from image.

M8 Female Front 8 Pin Euro Type Panel Mount Connector

 Recommended Panel Cutout
7.1 +0.1

Panel Thick 
2.5 ~ 4.5 mm 

0.5 x 45°

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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200mm

500mm
300mm



M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-104 

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M10 x 0.75
Pole 8

Nylon 66

Cable length
Cable Type

200 mm
PVC

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

*Please contact factory for customized cable lengths.

 Ordering Part No.
Part Number

CPF08-RM10BR8-P2

CPF08-RM10BR8-P5
CPF08-RM10BR8-P3

15.0

10.0 2.0

2.0

L

 Recommended Panel Cutout

9.1
A

A 0.5 X 45°

             All dimensions are in mm.Product may differ from image.

M8 Female Rear 8 Pin Panel Mount Connector

1 WHITE8 RED
2 BROWN

3 GREEN

4 YELLOW

5 GREY

6 PINK

7 BLUE
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Cable Length
200mm

500mm
300mm



M8 Circular Connector

M8 B-Coded Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBF08-S55S0-02GVCAN-B

10 m
5 m CBF08-S55S0-05GVCAN-B

CBF08-S55S0-10GVCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

L34.7

1

2

3

4

5

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

82



M8 Circular Connector

M8 B-Coded Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBF08-S55S0-02GUCAN-B

10 m
5 m CBF08-S55S0-05GUCAN-B

CBF08-S55S0-10GUCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

L34.7

1

2

3

4

5

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

M8 B-Coded Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-S55S0-02GVCAN-B

10 m
5 m CBM08-S55S0-05GVCAN-B

CBM08-S55S0-10GVCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

38.5 L
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M8 Circular Connector

M8 B-Coded Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-S55S0-02GUCAN-B

10 m
5 m CBM08-S55S0-05GUCAN-B

CBM08-S55S0-10GUCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

38.5 L

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

M8 B-Coded Female Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBF08-R55S0-02GVCAN-B

10 m
5 m CBF08-R55S0-05GVCAN-B

CBF08-R55S0-10GVCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

M8 B-Coded Female Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBF08-R55S0-02GUCAN-B

10 m
5 m CBF08-R55S0-05GUCAN-B

CBF08-R55S0-10GUCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

26.7 L

M8 x 1
Ø10

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

M8 B-Coded Male Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-R55S0-02GVCAN-B

10 m
5 m CBM08-R55S0-05GVCAN-B

CBM08-R55S0-10GVCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

26.7

M8 x 1
Ø10

L
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M8 Circular Connector

M8 B-Coded Male Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-R55S0-02GUCAN-B

10 m
5 m CBM08-R55S0-05GUCAN-B

CBM08-R55S0-10GUCAN-B

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

26.7

M8 x 1
Ø10

L

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%

Termination Partially Stripped
Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S5B-M08S5B-02GVCAN

10 m CDF08S5B-M08S5B-10GVCAN
5 m CDF08S5B-M08S5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

M8 x 1

Ø10

M8 x 1

Ø10

 Pin Assignment

1

2

3

4

5

1

2

3

4

5
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M8 Circular Connector

Dual M8 B-Coded Female to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S5B-M08S5B-02GUCAN

10 m CDF08S5B-M08S5B-10GUCAN
5 m CDF08S5B-M08S5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

M8 x 1

Ø10

M8 x 1

Ø10

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-M08S5B-02GVCAN

10 m CDF08R5B-M08S5B-10GVCAN
5 m CDF08R5B-M08S5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

22.2
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M8 Circular Connector

Dual M8 B-Coded Female Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-M08S5B-02GUCAN

10 m CDF08R5B-M08S5B-10GUCAN
5 m CDF08R5B-M08S5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

22.2

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female Straight to Male Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S5B-M08R5B-02GVCAN

10 m CDF08S5B-M08R5B-10GVCAN
5 m CDF08S5B-M08R5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

26.0
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M8 Circular Connector

Dual M8 B-Coded Female Straight to Male Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S5B-M08R5B-02GUCAN

10 m CDF08S5B-M08R5B-10GUCAN
5 m CDF08S5B-M08R5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

26.0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female to Male Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-M08R5B-02GVCAN

10 m CDF08R5B-M08R5B-10GVCAN
5 m CDF08R5B-M08R5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

26.022.2
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M8 Circular Connector

Dual M8 B-Coded Female to Male Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-M08R5B-02GUCAN

10 m CDF08R5B-M08R5B-10GUCAN
5 m CDF08R5B-M08R5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

26.022.2

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Male to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08S5B-M08S5B-02GVCAN

10 m CDM08S5B-M08S5B-10GVCAN
5 m CDM08S5B-M08S5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

M8 x 1

Ø10
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M8 Circular Connector

Dual M8 B-Coded Male to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08S5B-M08S5B-02GUCAN

10 m CDM08S5B-M08S5B-10GUCAN
5 m CDM08S5B-M08S5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

M8 x 1

Ø10

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Male Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R5B-M08S5B-02GVCAN

10 m CDM08R5B-M08S5B-10GVCAN
5 m CDM08R5B-M08S5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

26.0
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M8 Circular Connector

Dual M8 B-Coded Male Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R5B-M08S5B-02GUCAN

10 m CDM08R5B-M08S5B-10GUCAN
5 m CDM08R5B-M08S5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

26.0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Male to Male Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R5B-M08R5B-02GVCAN

10 m CDM08R5B-M08R5B-10GVCAN
5 m CDM08R5B-M08R5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

26.0 26.0
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M8 Circular Connector

Dual M8 B-Coded Male to Male Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08R5B-M08R5B-02GUCAN

10 m CDM08R5B-M08R5B-10GUCAN
5 m CDM08R5B-M08R5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

26.0 26.0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female to Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S5B-F08S5B-02GVCAN

10 m CDF08S5B-F08S5B-10GVCAN
5 m CDF08S5B-F08S5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

M8 x 1

Ø10
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M8 Circular Connector

Dual M8 B-Coded Female to Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08S5B-F08S5B-02GUCAN

10 m CDF08S5B-F08S5B-10GUCAN
5 m CDF08S5B-F08S5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

M8 x 1

Ø10

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female Angle to Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-F08S5B-02GVCAN

10 m CDF08R5B-F08S5B-10GVCAN
5 m CDF08R5B-F08S5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

22.2

106



M8 Circular Connector

Dual M8 B-Coded Female Angle to Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-F08S5B-02GUCAN

10 m CDF08R5B-F08S5B-10GUCAN
5 m CDF08R5B-F08S5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

M8 x 1

Ø10

22.2

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

Dual M8 B-Coded Female to Female Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-F08R5B-02GVCAN

10 m CDF08R5B-F08R5B-10GVCAN
5 m CDF08R5B-F08R5B-05GVCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.7 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

22.2 22.2
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M8 Circular Connector

Dual M8 B-Coded Female to Female Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 3A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF08R5B-F08R5B-02GUCAN

10 m CDF08R5B-F08R5B-10GUCAN
5 m CDF08R5B-F08R5B-05GUCAN

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 0

 Pin Assignment

1

2

3

4

5

1

2

3

4

5

22.2 22.2

 Cable Specification
Cable Length-L 2 m

Cable Dia 5.8 ± 0.2 mm 

Core Dia
1.7 mm (Data)
1.4 mm (Power)

Sheath Colour Grey
2 x 0.25 sq. mm (Data)
2 x 0.25 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (Data)
Red, Black (Power)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M8 Circular Connector

M8 D-Coded Male Straight 4 Pin Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

38.5±0.1 L

 Pin Assignment

2-WHITE

1-YELLOW

3-ORANGE

4-BLUE

SHIELDING

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

Partially Stripped
PE

CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM08-S44S0-02GUC5-D

10 m
5 m CBM08-S44S0-05GUC5-D

CBM08-S44S0-10GUC5-D
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M8 Circular Connector

M8 D-Coded Female Straight 4 Pin Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

Partially Stripped
PE

CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

34.7±0.1 L

 Pin Assignment

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

SHIELDING

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF08-S44S0-02GUC5-D

10 m
5 m CBF08-S44S0-05GUC5-D

CBF08-S44S0-10GUC5-D
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M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Dual M8 D-Coded Male to RJ45 Straight 4 Pin Connector

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDM08S4D- -02G C5-SHMRJ45 U

10 m
5 m CDM08S4D- -05G C5-SHMRJ45 U

CDM08S4D- -10G C5-SHMRJ45 U

 Pin Assignment

2-WHITE

1-YELLOW

3-ORANGE

4-BLUE

SHIELDING

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M8 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

Polycarbonate

Ø10.0

M8X1 14.0

6.5

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Wiring Diagram
M8 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield
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M8 Circular Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Dual M8 D-Coded Female to RJ45 Straight 4 Pin Connector

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CD 08S4D- -02G C5-SHF MRJ45 U

10 m
5 m CD 08S4D- -05G C5-SHF MRJ45 U

CD 08S4D- -10G C5-SHF MRJ45 U

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M8 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

Polycarbonate

 Pin Assignment

SHIELDING

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

14.0

6.5

Ø10.0

M8X1

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

 Wiring Diagram
M8 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield
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M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

 Pin Assignment

2-WHITE

1-YELLOW

3-ORANGE

4-BLUE

SHIELDING

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Dual M8 D-Coded Male to Male Straight 4 Pin Connector

Ø10.0

M8X1
Ø10.0

M8X1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM08S4D-M08S4D-02G C5-SHU

10 m
5 m CDM08S4D-M08S4D-05G C5-SHU

CDM08S4D-M08S4D-10G C5-SHU

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm
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M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Dual M8 D-Coded Male to Female Straight 4 Pin Connector

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CD 08S4D- 08S4D-02G C5-SHF M U

10 m
5 m CD 08S4D- 08S4D-05G C5-SHF M U

CD 08S4D- 08S4D-10G C5-SHF M U

 Pin Assignment

2-WHITE

1-YELLOW

3-ORANGE

4-BLUE

SHIELDING

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

Ø10.0

M8X1 Ø10.0

M8X1

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm
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M8 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
85%

Cable Dia 6.5 ± 0.2 mm

Dual M8 D-Coded Female to Female Straight 4 Pin Connector

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CD 08S4D- 08S4D-02G C5-SHF F U

10 m
5 m CD 08S4D- 08S4D-0 G C5-SHF F 5 U

CD 08S4D- 08S4D- G C5-SHF F 10 U

Ø10.0

M8X1

Ø10.0

M8X1

 Pin Assignment

SHIELDING

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm
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M8 Circular Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

Partially Stripped
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

M8 D-Coded Female Right Angle 4 Pin Connector

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBF08-R44S0-02TUC5-D

10 m
5 m CBF08-R44S0-05TUC5-D

CBF08-R44S0-10TUC5-D

 Pin Assignment

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

SHIELDING

26.7 L

M8 x 1
Ø10
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M8 Circular Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

2-WHITE

1-YELLOW

3-ORANGE

4-BLUE

SHIELDING

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

Partially Stripped
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

M8 D-Coded Male Right Angle 4 Pin Connector

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

26.7 L

M8X1

Ø10.0

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-R44S0-02TUC5-D

10 m
5 m CBM08-R44S0-05TUC5-D

CBM08-R44S0-10TUC5-D
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M8 Circular Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

M8 D-Coded Female Right Angle 4 Pin Connector

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBF08-R44S0-02GVC5-D

10 m
5 m CBF08-R44S0-05GVC5-D

CBF08-R44S0-10GVC5-D

 Pin Assignment

1-YELLOW

2-WHITE

3-ORANGE

4-BLUE

SHIELDING

26.7 L

M8 x 1
Ø10
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 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

Partially Stripped
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm



M8 Circular Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

2-WHITE

1-YELLOW

3-ORANGE

4-BLUE

SHIELDING

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1 4 1

M8 D-Coded Male Right Angle 4 Pin Connector

Degree of Protection
Coding

IP67
D-Coded

 General Specification
Rated Operational Voltage 50 V AC / 60 V DC
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.4 Nm

26.7 L

M8X1

Ø10.0

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM08-R44S0-02GVC5-D

10 m
5 m CBM08-R44S0-05GVC5-D

CBM08-R44S0-10GVC5-D

120

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

Partially Stripped
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm
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M12 Circular Connector

M12 Female Straight 4 Pin 3 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S43N2-02BPVC

10 m
15 m

5 m CBF12-S43N2-05BPVC
CBF12-S43N2-10BPVC
CBF12-S43N2-15BPVC

3 m CBF12-S43N2-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

1 BROWN

2 NOT USED

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.4 ± 0.1 mm 
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP
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M12 Circular Connector

M12 Female Straight 4 Pin 3 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S43N2-02BPUR

10 m
15 m

5 m CBF12-S43N2-05BPUR
CBF12-S43N2-10BPUR
CBF12-S43N2-15BPUR

3 m CBF12-S43N2-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

1 BROWN

2 NOT USED

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP
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M12 Circular Connector

M12 Female Straight 4 Pin 3 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S43N2-02BP34

10 m
15 m

5 m CBF12-S43N2-05BP34
CBF12-S43N2-10BP34
CBF12-S43N2-15BP34

3 m CBF12-S43N2-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

1 BROWN

2 NOT USED

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

124



M12 Circular Connector

M12 Female Right Angle 4 Pin 3 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12- 43N2-02BPVCR

10 m
15 m

5 m CBF12- 43N2-05BPVCR
CBF12- 43N2-10BPVCR
CBF12- 43N2-15BPVCR

3 m CBF12- 43N2-03BPVCR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.4 ± 0.1 mm 
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

M12x1

37.0

Ø14.8
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12- 43N2-02BPR UR

10 m
15 m

5 m CBF12- 43N2-05BPR UR
CBF12- 43N2-10BPR UR
CBF12- 43N2-15BPR UR

3 m CBF12- 43N2-03BPR UR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

M12 Female Right Angle 4 Pin 3 Core 2 LED Connector

M12x1

37.0

Ø14.8
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12- 43N2-02BPR 34

10 m
15 m

5 m CBF12- 43N2-05BPR 34
CBF12- 43N2-10BPR 34
CBF12- 43N2-15BPR 34

3 m CBF12- 43N2-03BPR 34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 2 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

M12 Female Right Angle 4 Pin 3 Core 2 LED Connector

M12x1

37.0

Ø14.8
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S4 N2-02BPVC4

10 m
15 m

5 m CBF12-S4 N2-05BPVC4
CBF12-S4 N2-10BPVC4
CBF12-S4 N2-15BPVC4

3 m CBF12-S4 N2-03BPVC4

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.25 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S4 N2-02BP4 UR

10 m
15 m

5 m CBF12-S4 N2-05BP4 UR
CBF12-S4 N2-10BP4 UR
CBF12-S4 N2-15BP4 UR

3 m CBF12-S4 N2-03BP4 UR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S4 N2-02BP4 34

10 m
15 m

5 m CBF12-S4 N2-05BP4 34
CBF12-S4 N2-10BP4 34
CBF12-S4 N2-15BP4 34

3 m CBF12-S4 N2-03BP4 34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

M12 Female Right Angle 4 Pin 4 Core 2 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12- 4 N2-02BPVCR 4

10 m
15 m

5 m CBF12- 4 N2-05BPVCR 4
CBF12- 4 N2-10BPVCR 4
CBF12- 4 N2-15BPVCR 4

3 m CBF12- 4 N2-03BPVCR 4

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.25 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12- 4 N2-02BPR 4 UR

10 m
15 m

5 m CBF12- 4 N2-05BPR 4 UR
CBF12- 4 N2-10BPR 4 UR
CBF12- 4 N2-15BPR 4 UR

3 m CBF12- 4 N2-03BPR 4 UR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

M12 Female Right Angle 4 Pin 4 Core 2 LED Connector

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12- 4 N2-02BPR 4 34

10 m
15 m

5 m CBF12- 4 N2-05BPR 4 34
CBF12- 4 N2-10BPR 4 34
CBF12- 4 N2-15BPR 4 34

3 m CBF12- 4 N2-03BPR 4 34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green
NO Output - Red

Output Logic PNP

M12 Female Right Angle 4 Pin 4 Core 2 LED Connector

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 3 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44N3-02BPVC

10 m
15 m

5 m CBF12-S44N3-05BPVC
CBF12-S44N3-10BPVC
CBF12-S44N3-15BPVC

3 m CBF12-S44N3-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.25 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

43.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 3 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44N3-02BPUR

10 m
15 m

5 m CBF12-S44N3-05BPUR
CBF12-S44N3-10BPUR
CBF12-S44N3-15BPUR

3 m CBF12-S44N3-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

43.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44N3-02BP34

10 m
15 m

5 m CBF12-S44N3-05BP34
CBF12-S44N3-10BP34
CBF12-S44N3-15BP34

3 m CBF12-S44N3-03BP34

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 3 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

M12 Female Right Angle 4 Pin 4 Core 3 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44N3-02BPVC

10 m
15 m

5 m CBF12-R44N3-05BPVC
CBF12-R44N3-10BPVC
CBF12-R44N3-15BPVC

3 m CBF12-R44N3-03BPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.25 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44N3-02BPUR

10 m
15 m

5 m CBF12-R44N3-05BPUR
CBF12-R44N3-10BPUR
CBF12-R44N3-15BPUR

3 m CBF12-R44N3-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

M12 Female Right Angle 4 Pin 4 Core 3 LED Connector

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44N3-02BP34

10 m
15 m

5 m CBF12-R44N3-05BP34
CBF12-R44N3-10BP34
CBF12-R44N3-15BP34

3 m CBF12-R44N3-03BP34

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

M12 Female Right Angle 4 Pin 4 Core 3 LED Connector

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S55N3-02BP34

10 m
15 m

5 m CBF12-S55N3-05BP34
CBF12-S55N3-10BP34
CBF12-S55N3-15BP34

3 m CBF12-S55N3-03BP34

M12 Circular Connector

M12 Female Straight 5 Pin 5 Core 3 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

43.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

5 GREY
4 BLACK

 Cable Specification

Cable Dia 5.3 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 5 m
5 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC O/P - Amber
NO O/P - Red
PNP
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R55N3-02BP34

10 m
15 m

5 m CBF12-R55N3-05BP34
CBF12-R55N3-10BP34
CBF12-R55N3-15BP34

3 m CBF12-R55N3-03BP34

M12 Circular Connector

M12 Female Right Angle 5 Pin 5 Core 3 LED Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 5.3 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 5 m
5 Core PVC Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC O/P - Amber
NO O/P - Red
PNP

M12x1

37.0

Ø14.8

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

5 GREY
4 BLACK
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M12 Circular Connector

M12 Female Straight 4 Pin 3 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S43S2-02GPVC

10 m
15 m

5 m CBF12-S43S2-05GPVC
CBF12-S43S2-10GPVC
CBF12-S43S2-15GPVC

3 m CBF12-S43S2-03GPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

SHIELDING
4 BLACK

43.0 L

 Cable Specification

Cable Dia 4.5 ± 0.1 mm 
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Grey
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%
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M12 Circular Connector

M12 Female Straight 4 Pin 3 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S43S2-02BPUR

10 m
15 m

5 m CBF12-S43S2-05BPUR
CBF12-S43S2-10BPUR
CBF12-S43S2-15BPUR

3 m CBF12-S43S2-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

SHIELDING
4 BLACK

 Cable Specification

Cable Dia 5.0 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
3 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%

43.0 L
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M12 Circular Connector

M12 Female Straight 4 Pin 3 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S43S2-02BP34

10 m
15 m

5 m CBF12-S43S2-05BP34
CBF12-S43S2-10BP34
CBF12-S43S2-15BP34

3 m CBF12-S43S2-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

SHIELDING
4 BLACK

 Cable Specification

Cable Dia 5.0 ± 0.1 mm 
Core Dia 1.45 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%

43.0 L
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M12 Circular Connector

M12 Female Right Angle 4 Pin 3 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R43S2-02GPVC

10 m
15 m

5 m CBF12-R43S2-05GPVC
CBF12-R43S2-10GPVC
CBF12-R43S2-15GPVC

3 m CBF12-R43S2-03GPVC

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

SHIELDING
4 BLACK

 Cable Specification

Cable Dia 4.5 ± 0.1 mm 
Core Dia 1.3 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Grey
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%

37.0 L

Ø11.0

M12 x 1

Ø14.8
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M12 Circular Connector

M12 Female Right Angle 4 Pin 3 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R43S2-02BPUR

10 m
15 m

5 m CBF12-R43S2-05BPUR
CBF12-R43S2-10GPVC
CBF12-R43S2-15BPUR

3 m CBF12-R43S2-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

SHIELDING
4 BLACK

37.0 L

Ø11.0

M12 x 1

Ø14.8

 Cable Specification

Cable Dia 5.0 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
3 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%
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M12 Circular Connector

M12 Female Right Angle 4 Pin 3 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R43S2-02BP34

10 m
15 m

5 m CBF12-R43S2-05BP34
CBF12-R43S2-10BP34
CBF12-R43S2-15BP34

3 m CBF12-R43S2-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 NOT USED

3 BLUE

SHIELDING
4 BLACK

37.0 L

Ø11.0

M12 x 1

Ø14.8

 Cable Specification

Cable Dia 5.0 ± 0.1 mm 
Core Dia 1.45 mm

Cable Length-L 2 m
3 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44S2-02BPUR

10 m
15 m

5 m CBF12-S44S2-05BPUR
CBF12-S44S2-10BPUR
CBF12-S44S2-15BPUR

3 m CBF12-S44S2-03BPUR

 Cable Specification

Cable Dia 5.1 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%

M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

43.0 L
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44S2-02BP34

10 m
15 m

5 m CBF12-S44S2-05BP34
CBF12-S44S2-10BP34
CBF12-S44S2-15BP34

3 m CBF12-S44S2-03BP34

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%

M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

43.0 L
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44S2-02BPUR

10 m
15 m

5 m CBF12-R44S2-05BPUR
CBF12-R44S2-10BPUR
CBF12-R44S2-15BPUR

3 m CBF12-R44S2-03BPUR

 Cable Specification

Cable Dia 5.1 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%

M12 Circular Connector

M12 Female Right Angle 4 Pin 4 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

37.0 L

Ø11.0

M12 x 1

Ø14.8
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44S2-02BP34

10 m
15 m

5 m CBF12-R44S2-05BP34
CBF12-R44S2-10BP34
CBF12-R44S2-15BP34

3 m CBF12-R44S2-03BP34

M12 Circular Connector

M12 Female Right Angle 4 Pin 4 Core 2 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

37.0 L

Ø11.0

M12 x 1

Ø14.8

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Partially Stripped
Power - Green

Output Logic PNP
NO Output - Red

Shield Braiding 85%
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 3 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44S3-02BPUR

10 m
15 m

5 m CBF12-S44S3-05BPUR
CBF12-S44S3-10BPUR
CBF12-S44S3-15BPUR

3 m CBF12-S44S3-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

43.0 L

 Cable Specification

Cable Dia 5.1 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

Shield Braiding 85%
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M12 Circular Connector

M12 Female Straight 4 Pin 4 Core 3 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S44S3-02BP34

10 m
15 m

5 m CBF12-S44S3-05BP34
CBF12-S44S3-10BP34
CBF12-S44S3-15BP34

3 m CBF12-S44S3-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

43.0 L

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

Shield Braiding 85%
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M12 Circular Connector

M12 Female Right Angle 4 Pin 4 Core 3 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44S3-02BPUR

10 m
15 m

5 m CBF12-R44S3-05BPUR
CBF12-R44S3-10BPUR
CBF12-R44S3-15BPUR

3 m CBF12-R44S3-03BPUR

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

37.0 L

Ø11.0

M12 x 1

Ø14.8

 Cable Specification

Cable Dia 5.1 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.25 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

Shield Braiding 85%
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M12 Circular Connector

M12 Female Right Angle 4 Pin 4 Core 3 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R44S3-02BP34

10 m
15 m

5 m CBF12-R44S3-05BP34
CBF12-R44S3-10BP34
CBF12-R44S3-15BP34

3 m CBF12-R44S3-03BP34

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

37.0 L

Ø11.0

M12 x 1

Ø14.8

 Cable Specification

Cable Dia 4.8 ± 0.1 mm 
Core Dia 1.35 mm

Cable Length-L 2 m
4 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

Shield Braiding 85%

155



 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S55S3-02BP34

10 m
15 m

5 m CBF12-S55S3-05BP34
CBF12-S55S3-10BP34
CBF12-S55S3-15BP34

3 m CBF12-S55S3-03BP34

M12 Circular Connector

M12 Female Straight 5 Pin 5 Core 3 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

43.0 L

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

5 GREY

 Cable Specification

Cable Dia 5.8 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 2 m
5 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

Shield Braiding 85%
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 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R55S3-02BP34

10 m
15 m

5 m CBF12-R55S3-05BP34
CBF12-R55S3-10BP34
CBF12-R55S3-15BP34

3 m CBF12-R55S3-03BP34

M12 Circular Connector

M12 Female Right Angle 5 Pin 5 Core 3 LED Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour
Coupling Nut

Orange
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

SHIELDING
4 BLACK

5 GREY

 Cable Specification

Cable Dia 5.8 ± 0.1 mm 
Core Dia 1.4 mm

Cable Length-L 2 m
5 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.34 sq. mmCross Section of Wire

Termination
Output Indication

Output Logic

Partially Stripped
Power - Green
NC Output - Amber
NO Output - Red
PNP

Shield Braiding 85%

37.0 L

Ø11.0

M12 x 1

Ø14.8
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M12 Circular Connector

M12 Female Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S17N0-02BPVC

10 m
15 m

5 m CBF12-S17N0-05BPVC
CBF12-S17N0-10BPVC
CBF12-S17N0-15BPVC

3 m CBF12-S17N0-03BPVC

43.5

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516
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M12 Circular Connector

M12 Female Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R17N0-02BPVC

10 m
15 m

5 m CBF12-R17N0-05BPVC
CBF12-R17N0-10BPVC
CBF12-R17N0-15BPVC

3 m CBF12-R17N0-03BPVC

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

M12x1

37.0

Ø14.8
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M12 Circular Connector

M12 Female Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S17N0-02BPUR

10 m
15 m

5 m CBF12-S17N0-05BPUR
CBF12-S17N0-10BPUR
CBF12-S17N0-15BPUR

3 m CBF12-S17N0-03BPUR

43.5

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516
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M12 Circular Connector

M12 Female Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R17N0-02BPUR

10 m
15 m

5 m CBF12-R17N0-05BPUR
CBF12-R17N0-10BPUR
CBF12-R17N0-15BPUR

3 m CBF12-R17N0-03BPUR

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

M12x1

37.0

Ø14.8
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1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

M12 Circular Connector

M12 Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM12-S17N0-02BPVC

10 m
15 m

5 m CBM12-S17N0-05BPVC
CBM12-S17N0-10BPVC
CBM12-S17N0-15BPVC

3 m CBM12-S17N0-03BPVC

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

48.2

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black
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M12 Circular Connector

M12 Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM12-R17N0-02BPVC

10 m
15 m

5 m CBM12-R17N0-05BPVC
CBM12-R17N0-10BPVC
CBM12-R17N0-15BPVC

3 m CBM12-R17N0-03BPVC

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12x1

37.0

Ø14.8

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

M12 Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM12-S17N0-02BPUR

10 m
15 m

5 m CBM12-S17N0-05BPUR
CBM12-S17N0-10BPUR
CBM12-S17N0-15BPUR

3 m CBM12-S17N0-03BPUR

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

48.2

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

M12 Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CBM12-R17N0-02BPUR

10 m
15 m

5 m CBM12-R17N0-05BPUR
CBM12-R17N0-10BPUR
CBM12-R17N0-15BPUR

3 m CBM12-R17N0-03BPUR

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination Partially Stripped

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12x1

37.0

Ø14.8

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

M12 Female Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S17S0-02BPVC

10 m
15 m

5 m CBF12-S17S0-05BPVC
CBF12-S17S0-10BPVC
CBF12-S17S0-15BPVC

3 m CBF12-S17S0-03BPVC

43.5

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516
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M12 Circular Connector

M12 Female Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R17S0-02BPVC

10 m
15 m

5 m CBF12-R17S0-05BPVC
CBF12-R17S0-10BPVC
CBF12-R17S0-15BPVC

3 m CBF12-R17S0-03BPVC

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

M12x1

37.0

Ø14.8
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M12 Circular Connector

M12 Female Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-S17S0-02BPUR

10 m
15 m

5 m CBF12-S17S0-05BPUR
CBF12-S17S0-10BPUR
CBF12-S17S0-15BPUR

3 m CBF12-S17S0-03BPUR

43.5

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516
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M12 Circular Connector

M12 Female Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBF12-R17S0-02BPUR

10 m
15 m

5 m CBF12-R17S0-05BPUR
CBF12-R17S0-10BPUR
CBF12-R17S0-15BPUR

3 m CBF12-R17S0-03BPUR

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

M12x1

37.0

Ø14.8
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1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16

M12 Circular Connector

M12 Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM12-S17S0-02BPVC

10 m
15 m

5 m CBM12-S17S0-05BPVC
CBM12-S17S0-10BPVC
CBM12-S17S0-15BPVC

3 m CBM12-S17S0-03BPVC

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

48.2

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17
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M12 Circular Connector

M12 Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM12-R17S0-02BPVC

10 m
15 m

5 m CBM12-R17S0-05BPVC
CBM12-R17S0-10BPVC
CBM12-R17S0-15BPVC

3 m CBM12-R17S0-03BPVC

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12x1

37.0

Ø14.8

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

M12 Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM12-S17S0-02BPUR

10 m
15 m

5 m CBM12-S17S0-05BPUR
CBM12-S17S0-10BPUR
CBM12-S17S0-15BPUR

3 m CBM12-S17S0-03BPUR

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

48.2

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

M12 Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CBM12-R17S0-02BPUR

10 m
15 m

5 m CBM12-R17S0-05BPUR
CBM12-R17S0-10BPUR
CBM12-R17S0-15BPUR

3 m CBM12-R17S0-03BPUR

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12x1

37.0

Ø14.8

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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23
4

5

6
7 8 9

10
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1213

14

17

15 16

M12 Circular Connector

Dual M12 Female to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1
Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12S17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12S17-03BPVC
CDF12S17-M12S17-05BPVC
CDF12S17-M12S17-10BPVC
CDF12S17-M12S17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

174



M12 Circular Connector

Dual M12 Female to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12S17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12S17-03BPUR
CDF12S17-M12S17-05BPUR
CDF12S17-M12S17-10BPUR
CDF12S17-M12S17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Ø14.8

M12x1
Ø14.8

M12x1

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Right Angle to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12S17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12S17-03BPVC
CDF12R17-M12S17-05BPVC
CDF12R17-M12S17-10BPVC
CDF12R17-M12S17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Ø14.8

M12x1
29.1

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Right Angle to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12S17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12S17-03BPUR
CDF12R17-M12S17-05BPUR
CDF12R17-M12S17-10BPUR
CDF12R17-M12S17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Ø14.8

M12x1
29.1

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

177



M12 Circular Connector

Dual M12 Female Straight to Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12R17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12R17-03BPVC
CDF12S17-M12R17-05BPVC
CDF12S17-M12R17-10BPVC
CDF12S17-M12R17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Ø14.8

M12x1 29.7

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Straight to Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12R17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12R17-03BPUR
CDF12S17-M12R17-05BPUR
CDF12S17-M12R17-10BPUR
CDF12S17-M12R17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Ø14.8

M12x1 29.7

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female to Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12R17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12R17-03BPVC
CDF12R17-M12R17-05BPVC
CDF12R17-M12R17-10BPVC
CDF12R17-M12R17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

29.729.1

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

180



M12 Circular Connector

Dual M12 Female to Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12R17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12R17-03BPUR
CDF12R17-M12R17-05BPUR
CDF12R17-M12R17-10BPUR
CDF12R17-M12R17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

29.729.1

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Male to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12S17-M12S17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12S17-M12S17-03BPVC
CDM12S17-M12S17-05BPVC
CDM12S17-M12S17-10BPVC
CDM12S17-M12S17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Male to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12S17-M12S17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12S17-M12S17-03BPUR
CDM12S17-M12S17-05BPUR
CDM12S17-M12S17-10BPUR
CDM12S17-M12S17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Male Right Angle to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12S17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12S17-03BPVC
CDM12R17-M12S17-05BPVC
CDM12R17-M12S17-10BPVC
CDM12R17-M12S17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Ø14.8

M12x129.7

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Male Right Angle to Male Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12S17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12S17-03BPUR
CDM12R17-M12S17-05BPUR
CDM12R17-M12S17-10BPUR
CDM12R17-M12S17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

Ø14.8

M12x129.7

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Male to Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12R17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12R17-03BPVC
CDM12R17-M12R17-05BPVC
CDM12R17-M12R17-10BPVC
CDM12R17-M12R17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

29.7 29.7

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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4

5

6
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17
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M12 Circular Connector

Dual M12 Male to Male Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12R17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12R17-03BPUR
CDM12R17-M12R17-05BPUR
CDM12R17-M12R17-10BPUR
CDM12R17-M12R17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

29.7 29.7

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

1

23
4

5

6
7 8 9

10
11

1213

14

17

15 16
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5

6
7 8 9

10
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M12 Circular Connector

Dual M12 Female to Female Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-F12S17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-F12S17-03BPVC
CDF12S17-F12S17-05BPVC
CDF12S17-F12S17-10BPVC
CDF12S17-F12S17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire
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M12 Circular Connector

Dual M12 Female to Female Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-F12S17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-F12S17-03BPUR
CDF12S17-F12S17-05BPUR
CDF12S17-F12S17-10BPUR
CDF12S17-F12S17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire
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M12 Circular Connector

Dual M12 Female Right Angle to Female Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12S17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12S17-03BPVC
CDF12R17-F12S17-05BPVC
CDF12R17-F12S17-10BPVC
CDF12R17-F12S17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

29.1
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M12 Circular Connector

Dual M12 Female Right Angle to Female Straight 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12S17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12S17-03BPUR
CDF12R17-F12S17-05BPUR
CDF12R17-F12S17-10BPUR
CDF12R17-F12S17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

29.1

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire
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M12 Circular Connector

Dual M12 Female to Female Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12R17-02BPVC

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12R17-03BPVC
CDF12R17-F12R17-05BPVC
CDF12R17-F12R17-10BPVC
CDF12R17-F12R17-15BPVC

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

29.1 29.1
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M12 Circular Connector

Dual M12 Female to Female Right Angle 17 Pin Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12R17-02BPUR

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12R17-03BPUR
CDF12R17-F12R17-05BPUR
CDF12R17-F12R17-10BPUR
CDF12R17-F12R17-15BPUR

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

29.1 29.1

 Cable Specification

Cable Dia 6.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire
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M12 Circular Connector

Dual M12 Female to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1
Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12S17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12S17-03BPVC-SH
CDF12S17-M12S17-05BPVC-SH
CDF12S17-M12S17-10BPVC-SH
CDF12S17-M12S17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16

194



M12 Circular Connector

Dual M12 Female to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1
Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12S17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12S17-03BPUR-SH
CDF12S17-M12S17-05BPUR-SH
CDF12S17-M12S17-10BPUR-SH
CDF12S17-M12S17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Right Angle to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12S17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12S17-03BPVC-SH
CDF12R17-M12S17-05BPVC-SH
CDF12R17-M12S17-10BPVC-SH
CDF12R17-M12S17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.1

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Right Angle to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12S17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12S17-03BPUR-SH
CDF12R17-M12S17-05BPUR-SH
CDF12R17-M12S17-10BPUR-SH
CDF12R17-M12S17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Straight to Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12R17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12R17-03BPVC-SH
CDF12S17-M12R17-05BPVC-SH
CDF12S17-M12R17-10BPVC-SH
CDF12S17-M12R17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.7

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female Straight to Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-M12R17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-M12R17-03BPUR-SH
CDF12S17-M12R17-05BPUR-SH
CDF12S17-M12R17-10BPUR-SH
CDF12S17-M12R17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.7

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

1

23
4

5

6
7

SHIELDING
8 9

10
11

1213

14

17

15 16
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M12 Circular Connector

Dual M12 Female to Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12R17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12R17-03BPVC-SH
CDF12R17-M12R17-05BPVC-SH
CDF12R17-M12R17-10BPVC-SH
CDF12R17-M12R17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.729.1
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M12 Circular Connector

Dual M12 Female to Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-M12R17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-M12R17-03BPUR-SH
CDF12R17-M12R17-05BPUR-SH
CDF12R17-M12R17-10BPUR-SH
CDF12R17-M12R17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.729.1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

Dual M12 Male to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12S17-M12S17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12S17-M12S17-03BPVC-SH
CDM12S17-M12S17-05BPVC-SH
CDM12S17-M12S17-10BPVC-SH
CDM12S17-M12S17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
171
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M12 Circular Connector

Dual M12 Male to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12S17-M12S17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12S17-M12S17-03BPUR-SH
CDM12S17-M12S17-05BPUR-SH
CDM12S17-M12S17-10BPUR-SH
CDM12S17-M12S17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

Dual M12 Male Right Angle to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12S17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12S17-03BPVC-SH
CDM12R17-M12S17-05BPVC-SH
CDM12R17-M12S17-10BPVC-SH
CDM12R17-M12S17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

29.7
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M12 Circular Connector

Dual M12 Male Right Angle to Male Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12S17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12S17-03BPUR-SH
CDM12R17-M12S17-05BPUR-SH
CDM12R17-M12S17-10BPUR-SH
CDM12R17-M12S17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

29.7

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

Dual M12 Male to Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12R17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12R17-03BPVC-SH
CDM12R17-M12R17-05BPVC-SH
CDM12R17-M12R17-10BPVC-SH
CDM12R17-M12R17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

29.7 29.7
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M12 Circular Connector

Dual M12 Male to Male Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDM12R17-M12R17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDM12R17-M12R17-03BPUR-SH
CDM12R17-M12R17-05BPUR-SH
CDM12R17-M12R17-10BPUR-SH
CDM12R17-M12R17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

29.7 29.7

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

Dual M12 Female to Female Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-F12S17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-F12S17-03BPVC-SH
CDF12S17-F12S17-05BPVC-SH
CDF12S17-F12S17-10BPVC-SH
CDF12S17-F12S17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17
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M12 Circular Connector

Dual M12 Female to Female Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12S17-F12S17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12S17-F12S17-03BPUR-SH
CDF12S17-F12S17-05BPUR-SH
CDF12S17-F12S17-10BPUR-SH
CDF12S17-F12S17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17
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 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

Dual M12 Female Right Angle to Female Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12S17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12S17-03BPVC-SH
CDF12R17-F12S17-05BPVC-SH
CDF12R17-F12S17-10BPVC-SH
CDF12R17-F12S17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17
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M12 Circular Connector

Dual M12 Female Right Angle to Female Straight 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Ø14.8

M12x1

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12S17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12S17-03BPUR-SH
CDF12R17-F12S17-05BPUR-SH
CDF12R17-F12S17-10BPUR-SH
CDF12R17-F12S17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
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 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

Dual M12 Female to Female Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12R17-02BPVC-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12R17-03BPVC-SH
CDF12R17-F12R17-05BPVC-SH
CDF12R17-F12R17-10BPVC-SH
CDF12R17-F12R17-15BPVC-SH

             All dimensions are in mm.Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.1 29.1
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M12 Circular Connector

Dual M12 Female to Female Right Angle 17 Pin Shielded Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
2 m CDF12R17-F12R17-02BPUR-SH

10 m
15 m

5 m
3 m

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

CDF12R17-F12R17-03BPUR-SH
CDF12R17-F12R17-05BPUR-SH
CDF12R17-F12R17-10BPUR-SH
CDF12R17-F12R17-15BPUR-SH

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

29.1 29.1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 2 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Shield Braiding 85%
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M12 Circular Connector

M12 Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CBM12-S54S0- VUCAN02
CBM12-S54S0- VUCAN05
CBM12-S54S0- VUCAN10

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

48.2

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

3 

4 

1 

2 

5 

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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M12 Circular Connector

M12 Male Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CBM12- 54S0- VUCANR 02
CBM12- 54S0- VUCANR 05
CBM12- 54S0- VUCANR 10

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

3 

4 

1 

2 

5 

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

M12x1

37.0

Ø14.8
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M12 Circular Connector

M12 Female Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

43.5

 Pin Assignment

1 

2 

3 

4 
5 

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CB 12-S54S0- VUCANF 02
CB 12-S54S0- VUCANF 05
CB 12-S54S0- VUCANF 10
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M12 Circular Connector

M12 Female Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

1 

2 

3 

4 
5 

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CB 12- 54S0- VUCANF R 02
CB 12- 54S0- VUCANF R 05
CB 12- 54S0- VUCANF R 10

M12x1

37.0

Ø14.8
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M12 Circular Connector

M12 Female to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

Ø14.8

M12x1
Ø14.8

M12x1

 Pin Assignment

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

1 

2 

3

4 
5 

3 

4 

1

2 

5 

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF12S5-M12S5S0-02VUCAN
5 m

10 m
CDF12S5-M12S5S0-05VUCAN
CDF12S5-M12S5S0-10VUCAN
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BK
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4

1
2
3

5

1
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M12 Circular Connector

M12 Female Right Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

 Pin Assignment

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

1 

2 

3

4 
5 

3 

4 

1

2 

5 

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF12R5-M12S5S0-02VUCAN
5 m

10 m
CDF12R5-M12S5S0-05VUCAN
CDF12R5-M12S5S0-10VUCAN

Ø14.8

M12x1
29.1
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SH
RD
BK
WH
BU

4

1
2
3

5

1
2
3
4
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M12 Circular Connector

M12 Female Straight to Male Right Angle 5 Pin CANopen/DeviceNet Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.Product may differ from image.

 Cable Specification
Cable Length-L 2 m

Cable Dia 6.3 ± 0.3 mm 

Core Dia
1.25 mm (0.25 sq. mm)
1.30 mm (0.34 sq. mm)

Sheath Colour Violet
2 x 0.25 sq. mm (Data)
2 x 0.34 sq. mm (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (0.25 sq. mm)
Red, Black (0.34 sq. mm)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

 Pin Assignment

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

1 

2 

3

4 
5 

3 

4 

1

2 

5 

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

2 m CDF12S5-M12R5S0-02VUCAN
5 m

10 m
CDF12S5-M12R5S0-05VUCAN
CDF12S5-M12R5S0-10VUCAN

29.7

Ø14.8
M12x1
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BK
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4

1
2
3

5

1
2
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M12 Circular Connector

Dual M12 Male Straight 5 Pin to Valve Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1 (M12)

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

0.5 m CDM12S A-FSL03A-0.5BP755

2 m
5 m

10 m

1 m

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 24 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range

Tightening Torque

No. of Pole
Status Display

-25°C ... +75°C

0.6 Nm (M12)

5
1 LED (Red)

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification

Cable Dia 6.5 ± 0.2 mm
Core Dia 2.0 mm

Cable Length-L 0.5 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.75 sq. mm.Cross Section of Wire

CDM12S A-FSL03A-0 BP755 1
CDM12S A-FSL03A-0 BP755 2
CDM12S A-FSL03A-0 BP755 5
CDM12S A-FSL03A- BP755 10

48.2 ±0.1 L

 Pin Assignment

3 

4

1

5

2 
M12 5-Pin Male

Connector
Valve 

Connector

 4  1

 2

 Earth

 Earth

 Brown

Blue

Yellow / Green
 3

5
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M12 Circular Connector

Dual M12 Male Straight 5 Pin to Valve Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1 (M12)

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

0.5 m CDM12S A-FSL03A-0.5B 755 U

2 m
5 m

10 m

1 m

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 24 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range

Tightening Torque

No. of Pole
Status Display

-25°C ... +75°C

0.6 Nm (M12)

5
1 LED (Red)

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

CDM12S A-FSL03A-0 B 755 1 U
CDM12S A-FSL03A-0 B 755 2 U
CDM12S A-FSL03A-0 B 755 5 U
CDM12S A-FSL03A- B 755 10 U

48.2 ±0.1 L

 Cable Specification

Cable Dia 6.5 ± 0.2 mm
Core Dia 2.0 mm

Cable Length-L 0.5 m
3 Core PUR Multi StrandCable Type

Sheath Colour Black
0.75 sq. mm.Cross Section of Wire

 Pin Assignment

3 

4

1

5

2 
M12 5-Pin Male

Connector
Valve 

Connector

 4  1

 2

 Earth

 Earth

 Brown

Blue

Yellow / Green
 3

5
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M12 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1 (M12)

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

0.5 m CDM12 A-FSL03A-0.5BP75R5

2 m
5 m

10 m

1 m

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 24 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range

Tightening Torque

No. of Pole
Status Display

-25°C ... +75°C

0.6 Nm (M12)

5
1 LED (Red)

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

CDM12 A-FSL03A-0 BP75R5 1
CDM12 A-FSL03A-0 BP75R5 2
CDM12 A-FSL03A-0 BP75R5 5
CDM12 A-FSL03A- BP75R5 10

L37.0

M12 x 1

Ø14.8

Dual M12 Male Right Angle 5 Pin to Valve Connector

 Cable Specification

Cable Dia 6.5 ± 0.2 mm
Core Dia 2.0 mm

Cable Length-L 0.5 m
3 Core PVC Multi StrandCable Type

Sheath Colour Black
0.75 sq. mm.Cross Section of Wire

 Pin Assignment

3 

4

1

5

2 
M12 5-Pin Male

Connector
Valve 

Connector

 4  1

 2

 Earth

 Earth

 Brown

Blue

Yellow / Green
 3

5
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M12 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1 (M12)

             All dimensions are in mm.Product may differ from image.

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

0.5 m CDM12 A-FSL03A-0.5B 75R5 U

2 m
5 m

10 m

1 m

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 24 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range

Tightening Torque

No. of Pole
Status Display

-25°C ... +75°C

0.6 Nm (M12)

5
1 LED (Red)

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

CDM12 A-FSL03A-0 B 75R5 1 U
CDM12 A-FSL03A-0 B 75R5 2 U
CDM12 A-FSL03A-0 B 75R5 5 U
CDM12 A-FSL03A- B 75R5 10 U

Dual M12 Male Right Angle 5 Pin to Valve Connector

L37.0

M12 x 1

Ø14.8

 Cable Specification

Cable Dia 6.5 ± 0.2 mm
Core Dia 2.0 mm

Cable Length-L 0.5 m
3 Core PUR Multi StrandCable Type

Sheath Colour Black
0.75 sq. mm.Cross Section of Wire

 Pin Assignment

3 

4

1

5

2 
M12 5-Pin Male

Connector
Valve 

Connector

 4  1

 2

 Earth

 Earth

 Brown

Blue

Yellow / Green
 3

5
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M12 Circular Connector

Product Image Product Diagram

3 BLUE

4 BLACK

1 BROWN

2 WHITE

 Pin Assignment

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR4-P2

500 mm CPM12-RPBR4-P5
300 mm CPM12-RPBR4-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 4 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

21.8 L

SW19

19.0
2.8

225

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

3 BLUE

4 BLACK

1 BROWN

2 WHITE

5 GREY

 Pin Assignment

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR5-P2

500 mm CPM12-RPBR5-P5
300 mm CPM12-RPBR5-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 5 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

21.8 L

SW19

19.0
2.8
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR8-P2

500 mm CPM12-RPBR8-P5
300 mm CPM12-RPBR8-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 8 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 WHITE

2 BROWN3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED

21.8 L

SW19

19.0
2.8

227

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 12

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR12-P2

500 mm CPM12-RPBR12-P5
300 mm CPM12-RPBR12-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 12 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

Violet
Grey / Pink
Red / Blue 

2
3
4
5
6
7
8
9

10
11
12

21.8 L

SW19

19.0
2.8
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR4-P2

500 mm CPF12-RPBR4-P5
300 mm CPF12-RPBR4-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 4 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

22.4 ±0.1 L

SW19

19.6
2.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR5-P2

500 mm CPF12-RPBR5-P5
300 mm CPF12-RPBR5-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 5 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

5 GREY

4 BLACK

22.4 ±0.1 L

SW19

19.6
2.5

230

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR8-P2

500 mm CPF12-RPBR8-P5
300 mm CPF12-RPBR8-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 8 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

1 WHITE

2 BROWN
3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED

 Pin Assignment

22.4 ±0.1 L

SW19

19.6
2.5
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 12

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR12-P2

500 mm CPF12-RPBR12-P5
300 mm CPF12-RPBR12-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 12 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

22.4 ±0.1 L

SW19

19.6
2.5

1

10
2 3

4

5
11

6
712

8

9

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

Violet
Grey / Pink
Red / Blue 

2
3
4
5
6
7
8
9

10
11
12
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

3 BLUE

4 BLACK

1 BROWN

2 WHITE

 Pin Assignment

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR4-T2

500 mm CPM12-RPBR4-T5
300 mm CPM12-RPBR4-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 4 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

21.8 L

SW19

19.0
2.8

233

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

3 BLUE

4 BLACK

1 BROWN

2 WHITE

5 GREY

 Pin Assignment

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR5-T2

500 mm CPM12-RPBR5-T5
300 mm CPM12-RPBR5-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 5 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

21.8 L

SW19

19.0
2.8

234

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR8-T2

500 mm CPM12-RPBR8-T5
300 mm CPM12-RPBR8-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 8 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 WHITE

2 BROWN3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED

21.8 L

SW19

19.0
2.8

235

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 12

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RPBR12-T2

500 mm CPM12-RPBR12-T5
300 mm CPM12-RPBR12-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 Panel Mount, Rear 12 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

Violet
Grey / Pink
Red / Blue 

2
3
4
5
6
7
8
9

10
11
12

21.8 L

SW19

19.0
2.8

236

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR4-T2

500 mm CPF12-RPBR4-T5
300 mm CPF12-RPBR4-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 4 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

22.4 ±0.1 L

SW19

19.6
2.5

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR5-T2

500 mm CPF12-RPBR5-T5
300 mm CPF12-RPBR5-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 5 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

5 GREY

4 BLACK

22.4 ±0.1 L

SW19

19.6
2.5

238

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR8-T2

500 mm CPF12-RPBR8-T5
300 mm CPF12-RPBR8-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 8 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

1 WHITE

2 BROWN
3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED

 Pin Assignment

22.4 ±0.1 L

SW19

19.6
2.5

239

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 12

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RPBR12-T2

500 mm CPF12-RPBR12-T5
300 mm CPF12-RPBR12-T3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female PG9 Panel Mount, Rear 12 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

             All dimensions are in mm.        Product may differ from image.

22.4 ±0.1 L

SW19

19.6
2.5

1

10
2 3

4

5
11

6
712

8

9

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

Violet
Grey / Pink
Red / Blue 

2
3
4
5
6
7
8
9

10
11
12
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 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

3

4

1

2

 Pin Assignment

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 4

Nylon 66

 Ordering Part No.
Part Number : CPM12-RPBR4-S0

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 PCB Panel Mount, Rear 4 Pin Connector

             All dimensions are in mm.        Product may differ from image.

241

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

12

3

Ø1.2 Ø5.0

4

 PCB Layout

21.8

2.8
19.0

5.4

3.0

SW19



M12 Circular Connector

Product Image Product Diagram

 Ordering Part No.
Part Number : CPM12-RPBR5-S0

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male PG9 PCB Panel Mount, Rear 5 Pin Connector

             All dimensions are in mm.        Product may differ from image.

3 

4 

1

2 

5 

 Pin Assignment

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

242

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 5

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

 PCB Layout

12

3

Ø1.2 Ø5.0

4

5

21.8

2.8
19.0

5.4

3.0

SW19



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 

2 3 

4 

5
6 

7 

8 

M12 Male PG9 PCB Panel Mount, Rear 8 Pin Connector

 Ordering Part No.
Part Number : CPM12-RPBR8-S0

243

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 8

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

 PCB Layout

Ø5.5

2 1

7

6

5
4

3 8

Ø0.8

21.8

2.8
19.0

5.4

3.0

SW19



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

M12 Male PG9 PCB Panel Mount, Rear 12 Pin Connector

 Ordering Part No.
Part Number : CPM12-RPBR12-S0

244

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 12

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

 PCB Layout

Ø0.8

Ø5.8Ø2.2

21.8

2.8
19.0

5.4

3.0

SW19



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 

2 

3

4 

M12 Female PG9 PCB Panel Mount, Rear 4 Pin Connector

 Ordering Part No.
Part Number : CPF12-RPBR4-S0

245

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 4

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

1 2

3

Ø1.2 Ø5.0

4

 PCB Layout

22.4 6.0

3.0

SW19

19.6

2.5



1 

2 

3

5 
4 

M12 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

M12 Female PG9 PCB Panel Mount, Rear 5 Pin Connector

 Ordering Part No.
Part Number : CPF12-RPBR5-S0

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

246

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 5

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

1

5

2

3

Ø1.2 Ø5.0

4

 PCB Layout

22.4 6.0

3.0

SW19

19.6

2.5



M12 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

M12 Female PG9 PCB Panel Mount, Rear 8 Pin Connector

 Ordering Part No.
Part Number : CPF12-RPBR8-S0

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

1 

2 
3

4 

5
6 

7 

8 

247

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 8

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

 PCB Layout

Ø5.5

1 2

3

4

5
6

7 8

Ø0.8

22.4 6.0

3.0

SW19

19.6

2.5



M12 Circular Connector

Product Image Product Diagram

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

M12 Female PG9 PCB Panel Mount, Rear 12 Pin Connector

 Ordering Part No.
Part Number : CPF12-RPBR12-S0

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

1

10
2 3

4

5
11

6
712

8

9

248

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG9
PCB 

Pole 12

Nylon 66

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

 PCB Layout

Ø0.8

Ø5.8Ø2.2

22.4 6.0

3.0

SW19

19.6

2.5



M12 Circular Connector

Product Image Product Diagram

L22.0

12.0

2.8
2.01.4

SW17 SW19 PG9 Thread

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-FPBR17-P2

500 mm CPF12-FPBR17-P5
300 mm CPF12-FPBR17-P3

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

*Please contact factory for customized cable lengths.

M12 Female PG9 Panel Mount, Front 17 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

249



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-FPBR17-P2

500 mm CPM12-FPBR17-P5
300 mm CPM12-FPBR17-P3

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

*Please contact factory for customized cable lengths.

M12 Male PG9 Panel Mount, Front 17 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

L21.0

12.2

SW17 SW19
PG9 Thread
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M12 Circular Connector

Product Image Product Diagram

L22.0

12.0

2.8
2.01.4

SW17 SW19 PG9 Thread

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-FPBR17-T2

500 mm CPF12-FPBR17-T5
300 mm CPF12-FPBR17-T3

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

*Please contact factory for customized cable lengths.

M12 Female PG9 Panel Mount, Front 17 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

251



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-FPBR17-T2

500 mm CPM12-FPBR17-T5
300 mm CPM12-FPBR17-T3

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

*Please contact factory for customized cable lengths.

M12 Male PG9 Panel Mount, Front 17 Pin Connector

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

 Panel Cutout

Ø15.3  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

L21.0

12.2

SW17 SW19
PG9 Thread

252
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

21.4

SW17 SW18 M16 x 1.5
13.4 mm 
Flat Cut

11.4
2.0 2.5

L

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

M12 Female M16 Panel Mount, Front 17 Pin Connector

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-FMBR17-P2

500 mm CPF12-FMBR17-P5
300 mm CPF12-FMBR17-P3

*Please contact factory for customized cable lengths.
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

M12 Male M16 Panel Mount, Front 17 Pin Connector

             All dimensions are in mm.        Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-FMBR17-P2

500 mm CPM12-FMBR17-P5
300 mm CPM12-FMBR17-P3

*Please contact factory for customized cable lengths.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

21.0

SW18O-Ring
M16 x 1.5

11.2
2.0

L

13.4 mm Flat Cut
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

21.4

SW17 SW18 M16 x 1.5
13.4 mm 
Flat Cut

11.4
2.0 2.5

L

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

M12 Female M16 Panel Mount, Front 17 Pin Connector

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-FMBR17-T2

500 mm CPF12-FMBR17-T5
300 mm CPF12-FMBR17-T3

*Please contact factory for customized cable lengths.
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

M12 Male M16 Panel Mount, Front 17 Pin Connector

             All dimensions are in mm.        Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-FMBR17-T2

500 mm CPM12-FMBR17-T5
300 mm CPM12-FMBR17-T3

*Please contact factory for customized cable lengths.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

21.0

SW18O-Ring
M16 x 1.5

11.2
2.0

L

13.4 mm Flat Cut
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

L22.4

2.8

2.8

1.4

SW19 SW19

Cable Type PVC

M12 Female M16 Panel Mount, Rear 17 Pin Connector

 Panel Cutout

Ø16.1  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RMBR17-P2

500 mm CPF12-RMBR17-P5
300 mm CPF12-RMBR17-P3

*Please contact factory for customized cable lengths.
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

M12 Male M16 Panel Mount, Rear 17 Pin Connector

 Panel Cutout

Ø16.1  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RMBR17-P2

500 mm CPM12-RMBR17-P5
300 mm CPM12-RMBR17-P3

*Please contact factory for customized cable lengths.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

L21.5
2.5

2.8

SW19 SW19
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

L22.4

2.8

2.8

1.4

SW19 SW19

Cable Type TPE

M12 Female M16 Panel Mount, Rear 17 Pin Connector

 Panel Cutout

Ø16.1  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-RMBR17-T2

500 mm CPF12-RMBR17-T5
300 mm CPF12-RMBR17-T3

*Please contact factory for customized cable lengths.
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 x 1.5
Pole 17

Nylon 66

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type TPE

M12 Male M16 Panel Mount, Rear 17 Pin Connector

 Panel Cutout

Ø16.1  +0.1

Thickness
2.5 ~ 4.5 mm

             All dimensions are in mm.        Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-RMBR17-T2

500 mm CPM12-RMBR17-T5
300 mm CPM12-RMBR17-T3

*Please contact factory for customized cable lengths.

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

L21.5
2.5

2.8

SW19 SW19
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M12 Circular Connector

M12 Female M20 Panel Mount, Front 17 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-FM20BR17-P2

500 mm CPF12-FM20BR17-P5
300 mm CPF12-FM20BR17-P3

*Please contact factory for customized cable lengths.

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

 Panel Cutout

SW23

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.        Product may differ from image.

22.4

9.4 10.0

L

M20 x 1.5

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
789

10
11

12 13

14

17

1516
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M12 Circular Connector

M12 Male M20 Panel Mount, Front 17 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-FM20BR17-P2

500 mm CPM12-FM20BR17-P5
300 mm CPM12-FM20BR17-P3

*Please contact factory for customized cable lengths.

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

 Panel Cutout

SW23

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.        Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

20.0

10.0 7.0

3.0 O-Ring
M20 x 1.5

L
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPF12-FPBR17-01BPVC-ST

5 m CPF12-FPBR17-05BPVC-ST
2 m CPF12-FPBR17-02BPVC-ST

*Please contact factory for customized cable lengths.

M12 Female PG9 Panel Mount, Front 17 Pin Shielded Connector

             All dimensions are in mm.        Product may differ from image.

 Panel Cutout
+0.1

13.5 0.0

Ø15.3+0.1

42.0 ±0.1 L
21.4

11.4

SW17
SW18

PG9
13.4 mm
Flat-cut

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPF12-FPBR17-01BPUR-ST

5 m CPF12-FPBR17-05BPUR-ST
2 m CPF12-FPBR17-02BPUR-ST

*Please contact factory for customized cable lengths.

M12 Female PG9 Panel Mount, Front 17 Pin Shielded Connector

             All dimensions are in mm.        Product may differ from image.

 Panel Cutout
+0.1

13.5 0.0

Ø15.3+0.1

42.0 ±0.1 L
21.4

11.4

SW17
SW18

PG9
13.4 mm
Flat-cut

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPM12-FPBR17-01BPVC-ST

5 m CPM12-FPBR17-05BPVC-ST
2 m CPM12-FPBR17-02BPVC-ST

*Please contact factory for customized cable lengths.

M12 Male PG9 Panel Mount, Front 17 Pin Shielded Connector

             All dimensions are in mm.        Product may differ from image.

 Panel Cutout
+0.1

13.5 0.0

Ø15.3+0.1

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

11.2

SW17
SW18 PG9

13.4 mm
Flat-cut

21.0
41.5 ±0.1 L
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG9
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPM12-FPBR17-01BPUR-ST

5 m CPM12-FPBR17-05BPUR-ST
2 m CPM12-FPBR17-02BPUR-ST

*Please contact factory for customized cable lengths.

M12 Male PG9 Panel Mount, Front 17 Pin Shielded Connector

             All dimensions are in mm.        Product may differ from image.

 Panel Cutout
+0.1

13.5 0.0

Ø15.3+0.1

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

11.2

SW17
SW18 PG9

13.4 mm
Flat-cut

21.0
41.5 ±0.1 L

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPF12-FMBR17-01BPVC-ST

5 m CPF12-FMBR17-05BPVC-ST
2 m CPF12-FMBR17-02BPVC-ST

*Please contact factory for customized cable lengths.

M12 Female M16 Panel Mount, Front 17 Pin Shielded Connector

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

             All dimensions are in mm.        Product may differ from image.

42.0 ±0.1 L
21.4

11.4

SW17
SW18

M16 x 1.5

13.4 mm
Flat-cut

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPF12-FMBR17-01BPUR-ST

5 m CPF12-FMBR17-05BPUR-ST
2 m CPF12-FMBR17-02BPUR-ST

*Please contact factory for customized cable lengths.

M12 Female M16 Panel Mount, Front 17 Pin Shielded Connector

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

             All dimensions are in mm.        Product may differ from image.

42.0 ±0.1 L
21.4

11.4

SW17
SW18

M16 x 1.5

13.4 mm
Flat-cut

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPM12-FMBR17-01BPVC-ST

5 m CPM12-FMBR17-05BPVC-ST
2 m CPM12-FMBR17-02BPVC-ST

*Please contact factory for customized cable lengths.

M12 Male M16 Panel Mount, Front 17 Pin Shielded Connector

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

             All dimensions are in mm.        Product may differ from image.

11.2

SW17
SW18

M16 x 1.5

13.4 mm
Flat-cut

21.0
41.5 ±0.1 L

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1
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M12 Circular Connector

Product Image Product Diagram

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPM12-FMBR17-01BPUR-ST

5 m CPM12-FMBR17-05BPUR-ST
2 m CPM12-FMBR17-02BPUR-ST

*Please contact factory for customized cable lengths.

M12 Male M16 Panel Mount, Front 17 Pin Shielded Connector

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

             All dimensions are in mm.        Product may differ from image.

11.2

SW17
SW18

M16 x 1.5

13.4 mm
Flat-cut

21.0
41.5 ±0.1 L

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPF12-RMBR17-01BPVC-ST

5 m CPF12-RMBR17-05BPVC-ST
2 m CPF12-RMBR17-02BPVC-ST

*Please contact factory for customized cable lengths.

M12 Female M16 Panel Mount, Rear 17 Pin Shielded Connector

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

             All dimensions are in mm.        Product may differ from image.

22.8

3.0 3.5
9.0

20.0 L

SW19 SW19

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPF12-RMBR17-01BPUR-ST

5 m CPF12-RMBR17-05BPUR-ST
2 m CPF12-RMBR17-02BPUR-ST

*Please contact factory for customized cable lengths.

M12 Female M16 Panel Mount, Rear 17 Pin Shielded Connector

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

             All dimensions are in mm.        Product may differ from image.

22.8

3.0 3.5
9.0

20.0 L

SW19 SW19

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

1

2 3
4

5

6
78

9
SHIELDING

10
11

12 13

14

17

1516

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPM12-RMBR17-01BPVC-ST

5 m CPM12-RMBR17-05BPVC-ST
2 m CPM12-RMBR17-02BPVC-ST

*Please contact factory for customized cable lengths.

M12 Male M16 Panel Mount, Rear 17 Pin Shielded Connector

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

             All dimensions are in mm.        Product may differ from image.

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PVC Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

42.3 ±0.1

13.4 mm 
Flat-cut SW18 SW19

L

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17
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5

6
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SHIELDING
8 9
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1213

14

17

15 16



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Rear

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

1 m CPM12-RMBR17-01BPUR-ST

5 m CPM12-RMBR17-05BPUR-ST
2 m CPM12-RMBR17-02BPUR-ST

*Please contact factory for customized cable lengths.

M12 Male M16 Panel Mount, Rear 17 Pin Shielded Connector

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M16 X 1.5
Pole 17

Nylon 66

             All dimensions are in mm.        Product may differ from image.

 Panel Cutout
+0.1

13.5 0.0

Ø16.1

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

42.3 ±0.1

13.4 mm 
Flat-cut SW18 SW19

L

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

2
3
4
5
6
7
8
9

Pin No. Description
10 Violet

Grey / Pink
Red / Blue 

White / Green
Brown / Green
White / Yellow
Yellow / Brown
White / Grey

11
12
13
14
15
16
17

 Cable Specification

Cable Dia 8.5 ± 0.2 mm 
Core Dia 1.0 mm

Cable Length-L 1 m
17 Core PUR Shielded Multi StrandCable Type

Sheath Colour Black
0.14 sq. mmCross Section of Wire

Termination
Shield Braiding

Partially Stripped
85%
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/4"- 18 NPT 
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F18BR4-P2-E

500 mm CPF12-F18BR4-P5-E
300 mm CPF12-F18BR4-P3-E

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female   Panel Mount, Front 4 Pin Euro Type Connector1/4"- 18 NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK

13.0
22.5 L

2.5

O-Ring 1/4"-18NPT
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 Panel Cutout

Ø14.0  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/4"- 18 NPT 
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F18BR5-P2-E

500 mm CPF12-F18BR5-P5-E
300 mm CPF12-F18BR5-P3-E

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female   Panel Mount, Front 5 Pin Euro Type Connector1/4"- 18 NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

5 GREY

4 BLACK

13.0
22.5 L

2.5

O-Ring 1/4"-18NPT
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 Panel Cutout

Ø14.0  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/4"- 18 NPT 
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F18BR8-P2-E

500 mm CPF12-F18BR8-P5-E
300 mm CPF12-F18BR8-P3-E

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female   Panel Mount, Front 8 Pin Euro Type Connector1/4"- 18 NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

1 WHITE

2 BROWN
3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED

 Pin Assignment

13.0
22.5 L

2.5

O-Ring 1/4"-18NPT

277

 Panel Cutout

Ø14.0  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F14BR4-P2

500 mm CPF12-F14BR4-P5
300 mm CPF12-F14BR4-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female 2  4  Panel Mount, Front 4 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

4 BLACK

29.2 L

1/2"-14NPT

11.5 12.7
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F14BR5-P2

500 mm CPF12-F14BR5-P5
300 mm CPF12-F14BR5-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female 2  4  Panel Mount, Front 5 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

29.2 L

1/2"-14NPT

11.5 12.7

 Pin Assignment

1 BROWN

2 WHITE

3 BLUE

5 GREY

4 BLACK
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F14BR8-P2

500 mm CPF12-F14BR8-P5
300 mm CPF12-F14BR8-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female 2  4  Panel Mount, Front 8 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

29.2 L

1/2"-14NPT

11.5 12.7

1 WHITE

2 BROWN
3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED

 Pin Assignment
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 12

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPF12-F14BR12-P2

500 mm CPF12-F14BR12-P5
300 mm CPF12-F14BR12-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Female 2  4  Panel Mount, Front 12 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

29.2 L

1/2"-14NPT

11.5 12.7

1

10
2 3

4

5
11

6
712

8

9

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

Violet
Grey / Pink
Red / Blue 

2
3
4
5
6
7
8
9

10
11
12
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 4

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-F14BR4-P2

500 mm CPM12-F14BR4-P5
300 mm CPM12-F14BR4-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male 2  4  Panel Mount, Front 4 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

3 BLUE

4 BLACK

1 BROWN

2 WHITE

 Pin Assignment

25.4 L

1/2"-14NPT

11.9
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 5

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-F14BR5-P2

500 mm CPM12-F14BR5-P5
300 mm CPM12-F14BR5-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male 2  4  Panel Mount, Front 5 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.34 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

25.4 L

1/2"-14NPT

11.9

3 BLUE

4 BLACK

1 BROWN

2 WHITE

5 GREY

 Pin Assignment
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 2A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 8

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-F14BR8-P2

500 mm CPM12-F14BR8-P5
300 mm CPM12-F14BR8-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male 2  4  Panel Mount, Front 8 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.25 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

25.4 L

1/2"-14NPT

11.9

 Pin Assignment

1 WHITE

2 BROWN3 GREEN

4 YELLOW

5 GREY
6 PINK

7 BLUE

8 RED
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 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding
Mounting 

IP67
A-Coded
Front

 General Specification
Rated Operational Voltage 30 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/ "- 1  NPT2  4
Pole 12

Nylon 66

 Ordering Part No.
Cable Length Part Number

200 mm CPM12-F14BR12-P2

500 mm CPM12-F14BR12-P5
300 mm CPM12-F14BR12-P3

*Please contact factory for customized cable lengths.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 Male 2  4  Panel Mount, Front 12 Pin Connector1/ "- 1  NPT

Cable length 200 mm

 Cable  Specification
Cross Section of Wire 0.14 sq.mm
Termination Partially Stripped

Cable Type PVC

             All dimensions are in mm.        Product may differ from image.

25.4 L

1/2"-14NPT

11.9

 Pin Assignment

Pin No. Description
1 Brown

Blue
White
Green
Pink

Yellow
Black
Grey
Red

Violet
Grey / Pink
Red / Blue 

2
3
4
5
6
7
8
9

10
11
12

285

 Panel Cutout

Ø21.6  +0.1

Thickness
2.5 ~ 4.5 mm



M12 Circular Connector

M12 Female Straight 4 Pin PG7 Plastic Body Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

1 

2 

3 

4 

 Pin Diagram

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Nylon 66

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 4
Termination Screw Type

3.5 - 6 mm (PG7)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S4SP0-PP7
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M12 Circular Connector

M12 Female Straight 4 Pin PG9 Plastic Body Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

1 

2 

3 

4 

 Pin Diagram

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Nylon 66

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 4
Termination Screw Type

6 - 8 mm (PG9)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S4SP0-PP9

~55.0

SW16
SW17

287



M12 Circular Connector

M12 Female Straight 5 Pin PG7 Plastic Body Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Diagram

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Nylon 66

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 5
Termination Screw Type

3.5 - 6 mm (PG7)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S5SP0-PP7

1 

2 

3 

5 

4 
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M12 Circular Connector

M12 Female Straight 5 Pin PG9 Plastic Body Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
A-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Pin Diagram

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Nylon 66

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 5
Termination Screw Type

6 - 8 mm (PG9)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S5SP0-PP9

~55.0

SW16
SW17

1 

2 

3 

5 

4 
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M12 Circular Connector

M12 B-Coded Female Straight 4 Pin PG7 Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Brass Nickel-plated

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 4
Termination Screw Type

3.5 - 6 mm (PG7)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S4SP0-BP7-B

 Pin Diagram

12 

3 4 
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M12 Circular Connector

M12 B-Coded Male Straight 4 Pin PG7 Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Brass Nickel-plated

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 4
Termination Screw Type

3.5 - 6 mm (PG7)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S4SP0-BP7-B

 Pin Diagram

58.0

PG7 Cable Outlet

291
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M12 Circular Connector

M12 B-Coded Male Straight 5 Pin PG7 Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Brass Nickel-plated

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 5
Termination Screw Type

3.5 - 6 mm (PG7)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S5SP0-BP7-B

 Pin Diagram

58.0

PG7 Cable Outlet
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Male Straight 4 Pin PG7 Brass Body Screw Type Connector

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S4SB0-BP7-B

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter
Pole 4
Termination Screw Type (1 Sqmm Max.)

3.5 - 6 mm (PG7)

 Pin Diagram

~57

SW16 SW19
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Male Straight 4 Pin PG9 Brass Body Screw Type Connector

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S4SB0-BP9-B

 Pin Diagram

~57

SW16 SW19

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter 6 - 8 mm (PG9)
Pole 4
Termination Screw Type (1 Sqmm Max.)
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Female Straight 4 Pin PG7 Brass Body Screw Type Connector

~57

SW16 SW19

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S4SB0-BP7-B

 Pin Diagram

12 

3 4 

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter
Pole 4
Termination Screw Type (1 Sqmm Max.)

3.5 - 6 mm (PG7)
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Female Straight 4 Pin PG9 Brass Body Screw Type Connector

~57

SW16 SW19

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter 6 - 8 mm (PG9)
Pole 4
Termination Screw Type (1 Sqmm Max.)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S4SB0-BP9-B

 Pin Diagram

12 

3 4 
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Male Straight 5 Pin PG7 Brass Body Screw Type Connector

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S5SB0-BP7-B

 Pin Diagram

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter
Pole 5
Termination Screw Type (1 Sqmm Max.)

3.5 - 6 mm (PG7)

~57

SW16 SW19

297

4 

1 

3 

5 

2 



M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Male Straight 5 Pin PG9 Brass Body Screw Type Connector

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S5SB0-BP9-B

 Pin Diagram

~57

SW16 SW19

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter 6 - 8 mm (PG9)
Pole 5
Termination Screw Type (1 Sqmm Max.)
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Female Straight 5 Pin PG7 Brass Body Screw Type Connector

~57

SW16 SW19

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S5SB0-BP7-B

 Pin Diagram

1

5

2 

3 4 

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter
Pole 5
Termination Screw Type (1 Sqmm Max.)

3.5 - 6 mm (PG7)
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M12 Circular Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
B-Coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

M12 B-Coded Female Straight 5 Pin PG9 Brass Body Screw Type Connector

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S5SB0-BP9-B

Housing Colour Silver

 Material Specification

O-Ring Neoprene

Housing Material

Coupling Nut

Brass Nickel-plated

Brass Nickel-plated

Contact
Contact Plating Nickel-plated
Contact Carrier Nylon 66

Cable Diameter 6 - 8 mm (PG9)
Pole 5
Termination Screw Type (1 Sqmm Max.)

~57

SW16 SW19

 Pin Diagram

12 

3 4 

5 
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M12 Circular Connector

M12 S-Coded Female Straight 4 Pin PG11 Screw Type Connector

Product Image Product Diagram

Degree of Protection
Coding

IP67
S-Coded

 General Specification
Rated Operational Voltage 630 V  
Current Rating 12A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

 Pin Diagram

Grip Colour Black

 Material Specification

O-Ring Neoprene

Grip Material

Coupling Nut

Nylon 66

Brass Nickel-plated

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland
Pole 4
Termination Screw Type

8 - 10 mm (PG11)

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNF12-S4SP0-BP11-S

1

2

3

PE

301

56.2
10.9

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1  11



M12 Circular Connector

M12 S-Coded Male Straight 4 Pin PG11 Screw Type Connector

Product Image Product Diagram

 Pin Diagram

Grip Colour Black

 Material Specification
Grip Material

Coupling Nut

Nylon 66

Brass Nickel-plated

Contact
Contact Plating Gold Plated
Contact Carrier Nylon 66

Cable Gland 8 - 10 mm (PG11)
Pole 4
Termination Screw Type

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CNM12-S4SP0-BP11-S

1

2

3

PE

302

61.3

15.5

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-1  11

Degree of Protection
Coding

IP67
S-Coded

 General Specification
Rated Operational Voltage 630 V  
Current Rating 12A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm



M12 Circular Connector

Dual M12 D-Coded Male Right Angle to RJ45 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

RJ45
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

M12:IP67 / RJ45:IP20
D-coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M12 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

PBT

Brass Nickel-Plated

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-MRJ45-02GVC5-SH
CDM12R4D-MRJ45-05GVC5-SH
CDM12R4D-MRJ45-10GVC5-SH

1

2

3

4
SHIELDING

 Pin Assignment

 Wiring Diagram
M12 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield

29.7

*Please contact factory for customized cable lengths.
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M12 Circular Connector

Dual M12 D-Coded Male Right Angle to RJ45 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

M12:IP67 / RJ45:IP20
D-coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M12 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

PBT

Brass Nickel-Plated

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-MRJ45-02TUC5-SH
CDM12R4D-MRJ45-05TUC5-SH
CDM12R4D-MRJ45-10TUC5-SH

1

2

3

4
SHIELDING

 Pin Assignment

 Wiring Diagram
M12 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

RJ45
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

*Please contact factory for customized cable lengths.

29.7
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M12 Circular Connector

Dual M12 D-Coded Male Right Angle to RJ45 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

M12:IP67 / RJ45:IP20
D-coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M12 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

PBT

Brass Nickel-Plated

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-MRJ45-02GTC5-SH
CDM12R4D-MRJ45-05GTC5-SH
CDM12R4D-MRJ45-10GTC5-SH

1

2

3

4
SHIELDING

 Pin Assignment

 Wiring Diagram
M12 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

RJ45
PE

CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm

*Please contact factory for customized cable lengths.

29.7
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M12 Circular Connector

Dual M12 D-Coded Female Right Angle to RJ45 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

RJ45
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

M12:IP67 / RJ45:IP20
D-coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M12 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

PBT

Brass Nickel-Plated

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-MRJ45-02GVC5-SH
CDF12R4D-MRJ45-05GVC5-SH
CDF12R4D-MRJ45-10GVC5-SH

 Wiring Diagram
M12 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield

 Pin Assignment

1

2

3

4 SHIELDING

*Please contact factory for customized cable lengths.

29.1
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M12 Circular Connector

Dual M12 D-Coded Female Right Angle to RJ45 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

M12:IP67 / RJ45:IP20
D-coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M12 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

PBT

Brass Nickel-Plated

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-MRJ45-02TUC5-SH
CDF12R4D-MRJ45-05TUC5-SH
CDF12R4D-MRJ45-10TUC5-SH

 Wiring Diagram
M12 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield

 Pin Assignment

1

2

3

4 SHIELDING

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding

RJ45
PE

CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

*Please contact factory for customized cable lengths.

29.1

307



M12 Circular Connector

Dual M12 D-Coded Female Right Angle to RJ45 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

M12:IP67 / RJ45:IP20
D-coded

 General Specification
Rated Operational Voltage 60 V  
Current Rating 1.5A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

Grip Colour
Coupling Nut

Black Black
Brass Nickel-Plated

 Material Specification

Contact Carrier Nylon 66

Grip Material
M12 RJ45

PU
Contact
Contact Plating Gold Flash Gold Flash

Phosphor Bronze
PBT

PBT

Brass Nickel-Plated

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-MRJ45-02GTC5-SH
CDF12R4D-MRJ45-05GTC5-SH
CDF12R4D-MRJ45-10GTC5-SH

 Wiring Diagram
M12 Colour RJ45

1
2
3

4

Yellow
White 
Orange

Blue

1
3
2

6

Shield

 Pin Assignment

1

2

3

4 SHIELDING

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Termination
Core Insulation

Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

RJ45
PE

CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm

*Please contact factory for customized cable lengths.

29.1
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M12 Circular Connector

Dual M12 D-Coded Male to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Wiring Diagram

1

2

3

4

1

2

3

4

yellow

orange

blue

shield

white

1

2

3

4
SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

29.729.7

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-M12R4D-02GVC5-SH
CDM12R4D-M12R4D-05GVC5-SH
CDM12R4D-M12R4D-10GVC5-SH

*Please contact factory for customized cable lengths.
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M12 Circular Connector

Dual M12 D-Coded Male to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Wiring Diagram
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1
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4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-M12R4D-02TUC5-SH
CDM12R4D-M12R4D-05TUC5-SH
CDM12R4D-M12R4D-10TUC5-SH

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

29.729.7
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M12 Circular Connector

Dual M12 D-Coded Male to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Wiring Diagram

1

2

3

4

1
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3

4

yellow

orange

blue

shield

white

1

2

3

4
SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-M12R4D-02GTC5-SH
CDM12R4D-M12R4D-05GTC5-SH
CDM12R4D-M12R4D-10GTC5-SH

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

PE
CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm

29.729.7

311



M12 Circular Connector

Dual M12 D-Coded Female to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-M12R4D-02GVC5-SH
CDF12R4D-M12R4D-05GVC5-SH
CDF12R4D-M12R4D-10GVC5-SH

*Please contact factory for customized cable lengths.

29.729.1
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M12 Circular Connector

Dual M12 D-Coded Female to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-M12R4D-02TUC5-SH
CDF12R4D-M12R4D-05TUC5-SH
CDF12R4D-M12R4D-10TUC5-SH

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

29.729.1
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M12 Circular Connector

Dual M12 D-Coded Female to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-M12R4D-02GTC5-SH
CDF12R4D-M12R4D-05GTC5-SH
CDF12R4D-M12R4D-10GTC5-SH

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

PE
CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm

29.729.1
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M12 Circular Connector

Dual M12 D-Coded Female Straight to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12S4D-M12R4D-02GVC5-SH
CDF12S4D-M12R4D-05GVC5-SH
CDF12S4D-M12R4D-10GVC5-SH

*Please contact factory for customized cable lengths.

29.7Ø14.8

M12 x 1
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M12 Circular Connector

Dual M12 D-Coded Female Straight to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12S4D-M12R4D-02TUC5-SH
CDF12S4D-M12R4D-05TUC5-SH
CDF12S4D-M12R4D-10TUC5-SH

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm

29.7Ø14.8

M12 x 1
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M12 Circular Connector

Dual M12 D-Coded Female Straight to Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12S4D-M12R4D-02GTC5-SH
CDF12S4D-M12R4D-05GTC5-SH
CDF12S4D-M12R4D-10GTC5-SH

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

PE
CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm

29.7Ø14.8

M12 x 1
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M12 Circular Connector

Dual M12 D-Coded Female Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-M12S4D-02GVC5-SH
CDF12R4D-M12S4D-05GVC5-SH
CDF12R4D-M12S4D-10GVC5-SH

*Please contact factory for customized cable lengths.

29.1

Ø14.8

M12 x 1
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M12 Circular Connector

Dual M12 D-Coded Female Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-M12S4D-02TUC5-SH
CDF12R4D-M12S4D-05TUC5-SH
CDF12R4D-M12S4D-10TUC5-SH

*Please contact factory for customized cable lengths.

29.1

Ø14.8

M12 x 1

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm
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M12 Circular Connector

Dual M12 D-Coded Female Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

1

2

3

4 SHIELDING

1

2

3

4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDF12R4D-M12S4D-02GTC5-SH
CDF12R4D-M12S4D-05GTC5-SH
CDF12R4D-M12S4D-10GTC5-SH

*Please contact factory for customized cable lengths.

29.1

Ø14.8

M12 x 1

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

PE
CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm
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M12 Circular Connector

Dual M12 D-Coded Male Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

 Cable Specification
Cable Length-L 2 m

Cat5e PVC (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.5 ± 0.2 mm

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Wiring Diagram
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4
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1
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4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-M12S4D-02GVC5-SH
CDM12R4D-M12S4D-05GVC5-SH
CDM12R4D-M12S4D-10GVC5-SH

*Please contact factory for customized cable lengths.

29.7

Ø14.8

M12 x 1
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M12 Circular Connector

Dual M12 D-Coded Male Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Wiring Diagram

1
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SHIELDING

1
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4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-M12S4D-02TUC5-SH
CDM12R4D-M12S4D-05TUC5-SH
CDM12R4D-M12S4D-10TUC5-SH

*Please contact factory for customized cable lengths.

29.7

Ø14.8

M12 x 1

 Cable Specification
Cable Length-L 2 m

Cat5e PUR (2 x 2 Twisted Pair)Cable Type
Sheath Colour Teal

AWG 24Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding

PE
CAT5E
up to 100 Mbit/s
75%

Cable Dia 6.2 ± 0.3 mm
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M12 Circular Connector

Dual M12 D-Coded Male Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Specification & Approval
RoHS C Eompliant with xemption

RoHS exemption 6©: Copper alloy containing up to 
4 % lead by weight

REACH SVHC substances
REACH SVHC substances
CE
Standard

Yes
CAS 7439-92-1 (Lead)
Yes
IEC 61076-2-10  1

Degree of Protection
Coding

IP67
D-coded

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance >= 100 MΩ
Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm

Wiring Diagram
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4

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Ordering Part No.
Cable Length Part Number

2 m
5 m

10 m

CDM12R4D-M12S4D-02GTC5-SH
CDM12R4D-M12S4D-05GTC5-SH
CDM12R4D-M12S4D-10GTC5-SH

*Please contact factory for customized cable lengths.

29.7

Ø14.8

M12 x 1

 Cable Specification
Cable Length-L 2 m

Cat5e TPE (2 x 2 Twisted Pair)Cable Type
Sheath Colour Green

AWG 22Cross Section of Wire

Core Insulation
Transfer Parameters
Transfer Rate
Shield Braiding
Bending Radius St. Position
Bending Radius Flexible Stress
Oil resistance, Halogen-free, Splatter Proof

PE
CAT5E
up to 100 Mbit/s
75%
> 60 mm
> 30 mm

Cable Dia 6.5 ± 0.2 mm
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M12 Circular Connector

M12 L-Coded Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-S40N0-01BV14-L

5m
10m

CBM12-S40N0-05BV14-L
CBM12-S40N0-10BV14-L

2m CBM12-S40N0-02BV14-L

*Please contact factory for customized cable lengths.Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

38.8 L58.0

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black
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M12 Circular Connector

M12 L-Coded Female Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-S40N0-01BV14-L

5m
10m

CBF12-S40N0-05BV14-L
CBF12-S40N0-10BV14-L

2m CBF12-S40N0-02BV14-L

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L
38.8

53.4

325



M12 Circular Connector

M12 L-Coded Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-R40N0-01BV14-L

5m
10m

CBM12-R40N0-05BV14-L
CBM12-R40N0-10BV14-L

2m CBM12-R40N0-02BV14-L

*Please contact factory for customized cable lengths.Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

L40.0

M12 x 1

Ø15

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black3

4

2

1
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M12 Circular Connector

M12 L-Coded Female Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-R40N0-01BV14-L

5m
10m

CBF12-R40N0-05BV14-L
CBF12-R40N0-10BV14-L

2m CBF12-R40N0-02BV14-L

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L40.0

M12 x 1
Ø15

3

4

2

1
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M12 Circular Connector

M12 L-Coded Male Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-S40N0-01BU14-L

5m
10m

CBM12-S40N0-05BU14-L
CBM12-S40N0-10BU14-L

2m CBM12-S40N0-02BU14-L

*Please contact factory for customized cable lengths.Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

38.8 L58.0

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black3

4

2

1
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M12 Circular Connector

M12 L-Coded Female Straight 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-S40N0-01BU14-L

5m
10m

CBF12-S40N0-05BU14-L
CBF12-S40N0-10BU14-L

2m CBF12-S40N0-02BU14-L

*Please contact factory for customized cable lengths.

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L
38.8

53.4

3

4

2

1
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M12 Circular Connector

M12 L-Coded Male Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-R40N0-01BU14-L

5m
10m

CBM12-R40N0-05BU14-L
CBM12-R40N0-10BU14-L

2m CBM12-R40N0-02BU14-L

*Please contact factory for customized cable lengths.Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

L40.0

M12 x 1

Ø15

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black3

4

2

1
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M12 Circular Connector

M12 L-Coded Female Right Angle 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-R40N0-01BU14-L

5m
10m

CBF12-R40N0-05BU14-L
CBF12-R40N0-10BU14-L

2m CBF12-R40N0-02BU14-L

*Please contact factory for customized cable lengths.

 Pin Assignment

1

2

3

4

White

Blue

Brown

Black

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L40.0

M12 x 1
Ø15

3

4

2

1
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M12 Circular Connector

M12 L-Coded Male Straight 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-S41N0-01GV14-L

5m
10m

CBM12-S41N0-05GV14-L
CBM12-S41N0-10GV14-L

2m CBM12-S41N0-02GV14-L

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

3

4

FE

2

1

 Pin Assignment

1

2

3

4
FE 

White

Blue

Brown

Black
Gray

*Please contact factory for customized cable lengths.

38.8 L58.0
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M12 Circular Connector

M12 L-Coded Female Straight 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-S41N0-01GV14-L

5m
10m

CBF12-S41N0-05GV14-L
CBF12-S41N0-10GV14-L

2m CBF12-S41N0-02GV14-L

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

*Please contact factory for customized cable lengths.

 Pin Assignment

3

4

FE

2

1

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L
38.8

53.4
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M12 Circular Connector

M12 L-Coded Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-R41N0-01GV14-L

5m
10m

CBM12-R41N0-05GV14-L
CBM12-R41N0-10GV14-L

2m CBM12-R41N0-02GV14-L

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

*Please contact factory for customized cable lengths.

L40.0

M12 x 1

Ø15

 Pin Assignment

3

4

FE

2

1
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M12 Circular Connector

M12 L-Coded Female Right Angle 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-R41N0-01GV14-L

5m
10m

CBF12-R41N0-05GV14-L
CBF12-R41N0-10GV14-L

2m CBF12-R41N0-02GV14-L

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

*Please contact factory for customized cable lengths.

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L40.0

M12 x 1
Ø15

3

4

FE

2

1
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M12 Circular Connector

M12 L-Coded Male Straight 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-S41N0-01GU14-L

5m
10m

CBM12-S41N0-05GU14-L
CBM12-S41N0-10GU14-L

2m CBM12-S41N0-02GU14-L

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

*Please contact factory for customized cable lengths.

38.8 L58.0

 Pin Assignment

3

4

FE

2

1
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M12 Circular Connector

M12 L-Coded Female Straight 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-S41N0-01GU14-L

5m
10m

CBF12-S41N0-05GU14-L
CBF12-S41N0-10GU14-L

2m CBF12-S41N0-02GU14-L

*Please contact factory for customized cable lengths.

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L
38.8

53.4

3

4

FE

2

1

337

1

2

3

4
FE 
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Brown

Black
Gray



M12 Circular Connector

M12 L-Coded Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBM12-R41N0-01GU14-L

5m
10m

CBM12-R41N0-05GU14-L
CBM12-R41N0-10GU14-L

2m CBM12-R41N0-02GU14-L

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

L40.0

M12 x 1

Ø15

 Pin Assignment

3

4

FE

2

1
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M12 Circular Connector

M12 L-Coded Female Right Angle 4+FE Pin Connector

Product Image Product Diagram

             All dimensions are in mm.        Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Ordering Part No.
Cable Length Part Number

 1m CBF12-R41N0-01GU14-L

5m
10m

CBF12-R41N0-05GU14-L
CBF12-R41N0-10GU14-L

2m CBF12-R41N0-02GU14-L

*Please contact factory for customized cable lengths.

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

Grip Colour Black
O-Ring Neoprene

L40.0

M12 x 1
Ø15

3

4

FE

2

1
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M12 Circular Connector

Dual M12 L-Coded Female to Male Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12S4L-M12S4L-01BV14

10 m
5 m
2 m CDF12S4L-M12S4L-02BV14

CDF12S4L-M12S4L-05BV14
CDF12S4L-M12S4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15

 Pin Assignment

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

3

4

2

1

3

4

2

1
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-M12S4L-01BV14

10 m
5 m
2 m CDF12R4L-M12S4L-02BV14

CDF12R4L-M12S4L-05BV14
CDF12R4L-M12S4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6

 Pin Assignment

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

3

4

2

1

3

4

2

1
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M12 Circular Connector

Dual M12 L-Coded Female Straight to Male Right Angle 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12S4L-M12R4L-01BV14

10 m
5 m
2 m CDF12S4L-M12R4L-02BV14

CDF12S4L-M12R4L-05BV14
CDF12S4L-M12R4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

M12 x 1
Ø15

41.2

Ø16

 Pin Assignment

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

3

4

2

1

3

4

2

1
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M12 Circular Connector

Dual M12 L-Coded Female to Male Right Angle 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-M12R4L-01BV14

10 m
5 m
2 m CDF12R4L-M12R4L-02BV14

CDF12R4L-M12R4L-05BV14
CDF12R4L-M12R4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

41.2

Ø16Ø16

36.6

 Pin Assignment

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

3

4

2

1

3

4

2

1
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M12 Circular Connector

Dual M12 L-Coded Female to Male Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12S4L-M12S4L-01BU14

10 m
5 m
2 m CDF12S4L-M12S4L-02BU14

CDF12S4L-M12S4L-05BU14
CDF12S4L-M12S4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15

 Pin Assignment

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

3

4

2

1

3

4

2

1
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-M12S4L-01BU14

10 m
5 m
2 m CDF12R4L-M12S4L-02BU14

CDF12R4L-M12S4L-05BU14
CDF12R4L-M12S4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6

 Pin Assignment

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

3

4

2

1

3

4

2

1
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M12 Circular Connector

Dual M12 L-Coded Female Straight to Male Right Angle 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12S4L-M12R4L-01BU14

10 m
5 m
2 m CDF12S4L-M12R4L-02BU14

CDF12S4L-M12R4L-05BU14
CDF12S4L-M12R4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

M12 x 1
Ø15

41.2

Ø16

 Pin Assignment
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M12 Circular Connector

Dual M12 L-Coded Female to Male Right Angle 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-M12R4L-01BU14

10 m
5 m
2 m CDF12R4L-M12R4L-02BU14

CDF12R4L-M12R4L-05BU14
CDF12R4L-M12R4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

41.2

Ø16Ø16

36.6

 Pin Assignment
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M12 Circular Connector

Dual M12 L-Coded Female to Male Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12S5L-M12S5L-01GV14

10 m
5 m
2 m CDF12S5L-M12S5L-02GV14

CDF12S5L-M12S5L-05GV14
CDF12S5L-M12S5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment
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 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Male Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-M12S5L-01GV14

10 m
5 m
2 m CDF12R5L-M12S5L-02GV14

CDF12R5L-M12S5L-05GV14
CDF12R5L-M12S5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6

349
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M12 Circular Connector

Dual M12 L-Coded Female Straight to Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12S5L-M12R5L-01GV14

10 m
5 m
2 m CDF12S5L-M12R5L-02GV14

CDF12S5L-M12R5L-05GV14
CDF12S5L-M12R5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

M12 x 1
Ø15

41.2

Ø16
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M12 Circular Connector

Dual M12 L-Coded Female to Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-M12R5L-01GV14

10 m
5 m
2 m CDF12R5L-M12R5L-02GV14

CDF12R5L-M12R5L-05GV14
CDF12R5L-M12R5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

41.2

Ø16Ø16

36.6

351
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M12 Circular Connector

Dual M12 L-Coded Female to Male Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12S5L-M12S5L-01GU14

10 m
5 m
2 m CDF12S5L-M12S5L-02GU14

CDF12S5L-M12S5L-05GU14
CDF12S5L-M12S5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15

352
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Male Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-M12S5L-01GU14

10 m
5 m
2 m CDF12R5L-M12S5L-02GU14

CDF12R5L-M12S5L-05GU14
CDF12R5L-M12S5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6

353

3
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M12 Circular Connector

Dual M12 L-Coded Female Straight to Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-M12R5L-01GU14

10 m
5 m
2 m CDF12R5L-M12R5L-02GU14

CDF12R5L-M12R5L-05GU14
CDF12R5L-M12R5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

M12 x 1
Ø15

41.2

Ø16

354
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M12 Circular Connector

Dual M12 L-Coded Female to Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-M12R5L-01GU14

10 m
5 m
2 m CDF12R5L-M12R5L-02GU14

CDF12R5L-M12R5L-05GU14
CDF12R5L-M12R5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

41.2

Ø16Ø16

36.6

355
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M12 Circular Connector

Dual M12 L-Coded Female to Female Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12S4L-F12S4L-01BV14

10 m
5 m
2 m CDF12S4L-F12S4L-02BV14

CDF12S4L-F12S4L-05BV14
CDF12S4L-F12S4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Female Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-F12S4L-01BV14

10 m
5 m
2 m CDF12R4L-F12S4L-02BV14

CDF12R4L-F12S4L-05BV14
CDF12R4L-F12S4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6
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M12 Circular Connector

Dual M12 L-Coded Female to Female Right Angle 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-F12R4L-01BV14

10 m
5 m
2 m CDF12R4L-F12R4L-02BV14

CDF12R4L-F12R4L-05BV14
CDF12R4L-F12R4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

Ø16

36.6

Ø16

36.6
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M12 Circular Connector

Dual M12 L-Coded Female to Female Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12S4L-F12S4L-01BU14

10 m
5 m
2 m CDF12S4L-F12S4L-02BU14

CDF12S4L-F12S4L-05BU14
CDF12S4L-F12S4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Female Straight 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-F12S4L-01BU14

10 m
5 m
2 m CDF12R4L-F12S4L-02BU14

CDF12R4L-F12S4L-05BU14
CDF12R4L-F12S4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6

3

4

2

1

3

4

2

1

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

360



M12 Circular Connector

Dual M12 L-Coded Female to Female Right Angle 4 Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CDF12R4L-F12R4L-01BU14

10 m
5 m
2 m CDF12R4L-F12R4L-02BU14

CDF12R4L-F12R4L-05BU14
CDF12R4L-F12R4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

Ø16

36.6

Ø16

36.6
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M12 Circular Connector

Dual M12 L-Coded Female to Female Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12S5L-F12S5L-01GV14

10 m
5 m
2 m CDF12S5L-F12S5L-02GV14

CDF12S5L-F12S5L-05GV14
CDF12S5L-F12S5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Female Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-F12S5L-01GV14

10 m
5 m
2 m CDF12R5L-F12S5L-02GV14

CDF12R5L-F12S5L-05GV14
CDF12R5L-F12S5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6
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M12 Circular Connector

Dual M12 L-Coded Female to Female Right Angle 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-F12R5L-01GV14

10 m
5 m
2 m CDF12R5L-F12R5L-02GV14

CDF12R5L-F12R5L-05GV14
CDF12R5L-F12R5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

Ø16

36.6

Ø16

36.6
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M12 Circular Connector

Dual M12 L-Coded Female to Female Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12S5L-F12S5L-01GU14

10 m
5 m
2 m CDF12S5L-F12S5L-02GU14

CDF12S5L-F12S5L-05GU14
CDF12S5L-F12S5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

M12 x 1
Ø15

M12 x 1
Ø15

3

4

FE

2

1

3

4

FE

2

1
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M12 Circular Connector

Dual M12 L-Coded Female Right Angle to Female Straight 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-F12S5L-01GU14

10 m
5 m
2 m CDF12R5L-F12S5L-02GU14

CDF12R5L-F12S5L-05GU14
CDF12R5L-F12S5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

M12 x 1
Ø15

Ø16

36.6

3

4

FE

2

1

3

4

FE

2

1

366

1

2
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FE 
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M12 Circular Connector

Dual M12 L-Coded Female to Female Right Angle 4+FE Pin Connector

Product Image Product Diagram

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification

O-Ring Neoprene

Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDF12R5L-F12R5L-01GU14

10 m
5 m
2 m CDF12R5L-F12R5L-02GU14

CDF12R5L-F12R5L-05GU14
CDF12R5L-F12R5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

Ø16

36.6

Ø16

36.6

3

4

FE

2

1

3

4

FE

2

1
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M12 Circular Connector

Dual M12 L-Coded Male to Male Straight 4 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

1 m CDM12S4L-M12S4L-01BV14

10 m
5 m
2 m CDM12S4L-M12S4L-02BV14

CDM12S4L-M12S4L-05BV14
CDM12S4L-M12S4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12 x 1
Ø15

M12 x 1
Ø15

368



M12 Circular Connector

Dual M12 L-Coded Male Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

1 m CDM12R4L-M12S4L-01BV14

10 m
5 m
2 m CDM12R4L-M12S4L-02BV14

CDM12R4L-M12S4L-05BV14
CDM12R4L-M12S4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12 x 1
Ø15

41.2

Ø16

3

4

2

1

3

4
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M12 Circular Connector

Dual M12 L-Coded Male to Male Right Angle 4 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

1 m CDM12R4L-M12R4L-01BV14

10 m
5 m
2 m CDM12R4L-M12R4L-02BV14

CDM12R4L-M12R4L-05BV14
CDM12R4L-M12R4L-10BV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.4 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

41.2

Ø16

41.2

Ø16

3

4
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1
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M12 Circular Connector

Dual M12 L-Coded Male to Male Straight 4 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

1 m CDM12S4L-M12S4L-01BU14

10 m
5 m
2 m CDM12S4L-M12S4L-02BU14

CDM12S4L-M12S4L-05BU14
CDM12S4L-M12S4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12 x 1
Ø15

M12 x 1
Ø15
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2

1

3

4

2

1

1

2

3

4

1

2

3

4

White

Blue

Brown

Black

371



M12 Circular Connector

Dual M12 L-Coded Male Right Angle to Male Straight 4 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

1 m CDM12R4L-M12S4L-01BU14

10 m
5 m
2 m CDM12R4L-M12S4L-02BU14

CDM12R4L-M12S4L-05BU14
CDM12R4L-M12S4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

M12 x 1
Ø15

41.2

Ø16

3
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M12 Circular Connector

Dual M12 L-Coded Male to Male Right Angle 4 Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length Part Number

1 m CDM12R4L-M12R4L-01BU14

10 m
5 m
2 m CDM12R4L-M12R4L-02BU14

CDM12R4L-M12R4L-05BU14
CDM12R4L-M12R4L-10BU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
4

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

*Please contact factory for customized cable lengths.

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

14 AWGCross Section of Wire
Cable Dia 9.0 ± 0.2 mm

41.2

Ø16

41.2

Ø16

3

4
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M12 Circular Connector

Dual M12 L-Coded Male to Male Straight 4+FE Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM12S5L-M12S5L-01GV14

10 m
5 m
2 m CDM12S5L-M12S5L-02GV14

CDM12S5L-M12S5L-05GV14
CDM12S5L-M12S5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12 x 1
Ø15

M12 x 1
Ø15

374



M12 Circular Connector

Dual M12 L-Coded Male Right Angle to Male Straight 4+FE Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM12R5L-M12S5L-01GV14

10 m
5 m
2 m CDM12R5L-M12S5L-02GV14

CDM12R5L-M12S5L-05GV14
CDM12R5L-M12S5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12 x 1
Ø15

41.2

Ø16

375
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M12 Circular Connector

Dual M12 L-Coded Male to Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM12R5L-M12R5L-01GV14

10 m
5 m
2 m CDM12R5L-M12R5L-02GV14

CDM12R5L-M12R5L-05GV14
CDM12R5L-M12R5L-10GV14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 10.1 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

41.2

Ø16

41.2

Ø16
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M12 Circular Connector

Dual M12 L-Coded Male to Male Straight 4+FE Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM12S5L-M12S5L-01GU14

10 m
5 m
2 m CDM12S5L-M12S5L-02GU14

CDM12S5L-M12S5L-05GU14
CDM12S5L-M12S5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

M12 x 1
Ø15

M12 x 1
Ø15

377
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M12 Circular Connector

Dual M12 L-Coded Male Right Angle to Male Straight 4+FE Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM12R5L-M12S5L-01GU14

10 m
5 m
2 m CDM12R5L-M12S5L-02GU14

CDM12R5L-M12S5L-05GU14
CDM12R5L-M12S5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

M12 x 1
Ø15

41.2

Ø16

378
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M12 Circular Connector

Dual M12 L-Coded Male to Male Right Angle 4+FE Pin Connector

Product Image Product Diagram

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM12R5L-M12R5L-01GU14

10 m
5 m
2 m CDM12R5L-M12R5L-02GU14

CDM12R5L-M12R5L-05GU14
CDM12R5L-M12R5L-10GU14

             All dimensions are in mm.Product may differ from image.

Degree of Protection
Coding
No. of Poles 

IP67
L-Coded
5

 General Specification
Rated Operational Voltage 63 V  
Current Rating 16A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

 Pin Assignment

Coupling Nut Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66
Grip Colour Black

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Grey

14 AWGCross Section of Wire
Cable Dia 9.65 ± 0.2 mm

41.2

Ø16

41.2

Ø16
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Mini 7/8" Circular Connector
●
● 
    .
● 
    .

 Circular 7/8“-connectors have been available for the requirements of the American market. 
In addi on to over moulded cable connectors, the product por olio as well as flange connectors with  
strands or for direct PCB assembly
7/8” Sensor/Actuator Cordsets and Connectors enable the quick connec on of sensors, switches,
and other devices

● Signal, Power & DeviceNet Connec vity
● 
● Offered in three Colour codes IEC, US & Automo ve
● Quick connec ons of sensors, switches & other devices.

Degree of protec on IP67 

Features and Benefits :

Applica ons :

● Industrial Automa on
● Automa on technology 
● 
● 

Industrial interfaces
Agricultural and

   construc on machines
● 
● 
● 
● Fluid Power Applica on

Machine manufacturing
Process control
Transport industry
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7/8" Circular Connector

7/8" Male Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S33N0-01BU18

10 m
5 m CBM78E-S33N0-05BU18

CBM78E-S33N0-10BU18

2 m CBM78E-S33N0-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

65.0 ±0.11.0 L

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE
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7/8" Male Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S33N0-01BU16

10 m
5 m CBM78E-S33N0-05BU16

CBM78E-S33N0-10BU16

2 m CBM78E-S33N0-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

65.0 ±0.11.0 L
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7/8" Circular Connector

7/8" Male Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R33N0-01BP18

10 m
5 m CBM78E-R33N0-05BP18

CBM78E-R33N0-10BP18

2 m CBM78E-R33N0-02BP18

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Circular Connector

7/8" Male Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R33N0-01BU18

10 m
5 m CBM78E-R33N0-05BU18

CBM78E-R33N0-10BU18

2 m CBM78E-R33N0-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R33N0-01BP16

10 m
5 m CBM78E-R33N0-05BP16

CBM78E-R33N0-10BP16

2 m CBM78E-R33N0-02BP16

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R33N0-01BU16

10 m
5 m CBM78E-R33N0-05BU16

CBM78E-R33N0-10BU16

2 m CBM78E-R33N0-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Female Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

65.0 ±0.1 L

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S33N0-01BU18

10 m
5 m CBF78E-S33N0-05BU18

CBF78E-S33N0-10BU18

2 m CBF78E-S33N0-02BU18

*Please contact factory for customized cable lengths.
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7/8" Female Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S33N0-01BU16

10 m
5 m CBF78E-S33N0-05BU16

CBF78E-S33N0-10BU16

2 m CBF78E-S33N0-02BU16

*Please contact factory for customized cable lengths.

65.0 ±0.1 L
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7/8" Female Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R33N0-01BP18

10 m
5 m CBF78E-R33N0-05BP18

CBF78E-R33N0-10BP18

2 m CBF78E-R33N0-02BP18

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

*Please contact factory for customized cable lengths.

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R33N0-01BU18

10 m
5 m CBF78E-R33N0-05BU18

CBF78E-R33N0-10BU18

2 m CBF78E-R33N0-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

*Please contact factory for customized cable lengths.

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R33N0-01BP16

10 m
5 m CBF78E-R33N0-05BP16

CBF78E-R33N0-10BP16

2 m CBF78E-R33N0-02BP16

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R33N0-01BU16

10 m
5 m CBF78E-R33N0-05BU16

CBF78E-R33N0-10BU16

2 m CBF78E-R33N0-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Male Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S44N0-01BU18

10 m
5 m CBM78E-S44N0-05BU18

CBM78E-S44N0-10BU18

2 m CBM78E-S44N0-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

65.0 ±0.11.0 L

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)
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7/8" Male Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S44N0-01BU16

10 m
5 m CBM78E-S44N0-05BU16

CBM78E-S44N0-10BU16

2 m CBM78E-S44N0-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

65.0 ±0.11.0 L
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7/8" Male Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R44N0-01BP18

10 m
5 m CBM78E-R44N0-05BP18

CBM78E-R44N0-10BP18

2 m CBM78E-R44N0-02BP18

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R44N0-01BU18

10 m
5 m CBM78E-R44N0-05BU18

CBM78E-R44N0-10BU18

2 m CBM78E-R44N0-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R44N0-01BP16

10 m
5 m CBM78E-R44N0-05BP16

CBM78E-R44N0-10BP16

2 m CBM78E-R44N0-02BP16

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

L46.5 ±0.1

7/8" - 16UN
Ø25.0

398



7/8" Male Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R44N0-01BU16

10 m
5 m CBM78E-R44N0-05BU16

CBM78E-R44N0-10BU16

2 m CBM78E-R44N0-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

L46.5 ±0.1

7/8" - 16UN
Ø25.0

399



7/8" Female Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S44N0-01BU18

10 m
5 m CBF78E-S44N0-05BU18

CBF78E-S44N0-10BU18

2 m CBF78E-S44N0-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

65.0 ±0.1 L
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7/8" Female Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S44N0-01BU16

10 m
5 m CBF78E-S44N0-05BU16

CBF78E-S44N0-10BU16

2 m CBF78E-S44N0-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

7/8" Circular Connector

          Colour Code :- European

65.0 ±0.1 L
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7/8" Female Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R44N0-01BP18

10 m
5 m CBF78E-R44N0-05BP18

CBF78E-R44N0-10BP18

2 m CBF78E-R44N0-02BP18

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R44N0-01BU18

10 m
5 m CBF78E-R44N0-05BU18

CBF78E-R44N0-10BU18

2 m CBF78E-R44N0-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R44N0-01BP16

10 m
5 m CBF78E-R44N0-05BP16

CBF78E-R44N0-10BP16

2 m CBF78E-R44N0-02BP16

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

7/8" Circular Connector

          Colour Code :- European

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R44N0-01BU16

10 m
5 m CBF78E-R44N0-05BU16

CBF78E-R44N0-10BU16

2 m CBF78E-R44N0-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

7/8" Circular Connector

          Colour Code :- European

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Male Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S55N0-01BU18

10 m
5 m CBM78E-S55N0-05BU18

CBM78E-S55N0-10BU18

2 m CBM78E-S55N0-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

65.0 ±0.11.0 L

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE
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7/8" Male Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S55N0-01BU16

10 m
5 m CBM78E-S55N0-05BU16

CBM78E-S55N0-10BU16

2 m CBM78E-S55N0-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

7/8" Circular Connector

          Colour Code :- European

65.0 ±0.11.0 L
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7/8" Male Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R55N0-01BP18

10 m
5 m CBM78E-R55N0-05BP18

CBM78E-R55N0-10BP18

2 m CBM78E-R55N0-02BP18

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R55N0-01BU18

10 m
5 m CBM78E-R55N0-05BU18

CBM78E-R55N0-10BU18

2 m CBM78E-R55N0-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

L46.5 ±0.1

7/8" - 16UN
Ø25.0

409



7/8" Male Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R55N0-01BP16

10 m
5 m CBM78E-R55N0-05BP16

CBM78E-R55N0-10BP16

2 m CBM78E-R55N0-02BP16

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

7/8" Circular Connector

          Colour Code :- European

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R55N0-01BU16

10 m
5 m CBM78E-R55N0-05BU16

CBM78E-R55N0-10BU16

2 m CBM78E-R55N0-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

7/8" Circular Connector

          Colour Code :- European

L46.5 ±0.1

7/8" - 16UN
Ø25.0

411



7/8" Female Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S55N0-01BU18

10 m
5 m CBF78E-S55N0-05BU18

CBF78E-S55N0-10BU18

2 m CBF78E-S55N0-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

65.0 ±0.1 L

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

412



7/8" Female Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S55N0-01BU16

10 m
5 m CBF78E-S55N0-05BU16

CBF78E-S55N0-10BU16

2 m CBF78E-S55N0-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

7/8" Circular Connector

          Colour Code :- European

65.0 ±0.1 L

413



7/8" Female Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R55N0-01BP18

10 m
5 m CBF78E-R55N0-05BP18

CBF78E-R55N0-10BP18

2 m CBF78E-R55N0-02BP18

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R55N0-01BU18

10 m
5 m CBF78E-R55N0-05BU18

CBF78E-R55N0-10BU18

2 m CBF78E-R55N0-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R55N0-01BP16

10 m
5 m CBF78E-R55N0-05BP16

CBF78E-R55N0-10BP16

2 m CBF78E-R55N0-02BP16

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

46.5 ±0.1

7/8" - 16UN
Ø25.0

L

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 
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7/8" Female Right Angle 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R55N0-01BU16

10 m
5 m CBF78E-R55N0-05BU16

CBF78E-R55N0-10BU16

2 m CBF78E-R55N0-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

46.5 ±0.1

7/8" - 16UN
Ø25.0

L

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

417



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-M78S3-01BU18

10 m
5 m CDF78S3E-M78S3-05BU18

CDF78S3E-M78S3-10BU18

2 m CDF78S3E-M78S3-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Straight 3 Pin Connector

65.0 ±0.1 65.0 ±0.1

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

418



Dual 7/8" Female to Male Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-M78S3-01BU16

10 m
5 m CDF78S3E-M78S3-05BU16

CDF78S3E-M78S3-10BU16

2 m CDF78S3E-M78S3-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

65.0 ±0.1 65.0 ±0.1

419



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-M78S4-01BU18

10 m
5 m CDF78S4E-M78S4-05BU18

CDF78S4E-M78S4-10BU18

2 m CDF78S4E-M78S4-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Straight 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.1 65.0 ±0.1
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Dual 7/8" Female to Male Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-M78S4-01BU16

10 m
5 m CDF78S4E-M78S4-05BU16

CDF78S4E-M78S4-10BU16

2 m CDF78S4E-M78S4-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.1 65.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78S5-01BU18

10 m
5 m CDF78S5E-M78S5-05BU18

CDF78S5E-M78S5-10BU18

2 m CDF78S5E-M78S5-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Straight 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.1 65.0 ±0.1

422



Dual 7/8" Female to Male Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78S5-01BU16

10 m
5 m CDF78S5E-M78S5-05BU16

CDF78S5E-M78S5-10BU16

2 m CDF78S5E-M78S5-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.1 65.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S3E-M78S3-01BU18

10 m
5 m CDM78S3E-M78S3-05BU18

CDM78S3E-M78S3-10BU18

2 m CDM78S3E-M78S3-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Straight 3 Pin Connector

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

424



Dual 7/8" Male to Male Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S3E-M78S3-01BU16

10 m
5 m CDM78S3E-M78S3-05BU16

CDM78S3E-M78S3-10BU16

2 m CDM78S3E-M78S3-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S4E-M78S4-01BU18

10 m
5 m CDM78S4E-M78S4-05BU18

CDM78S4E-M78S4-10BU18

2 m CDM78S4E-M78S4-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Straight 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE) 1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN
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Dual 7/8" Male to Male Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S4E-M78S4-01BU16

10 m
5 m CDM78S4E-M78S4-05BU16

CDM78S4E-M78S4-10BU16

2 m CDM78S4E-M78S4-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE) 1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S5E-M78S5-01BU18

10 m
5 m CDM78S5E-M78S5-05BU18

CDM78S5E-M78S5-10BU18

2 m CDM78S5E-M78S5-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Straight 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN

428



Dual 7/8" Male to Male Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S5E-M78S5-01BU16

10 m
5 m CDM78S5E-M78S5-05BU16

CDM78S5E-M78S5-10BU16

2 m CDM78S5E-M78S5-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN

429



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-F78S3-01BU18

10 m
5 m CDF78S3E-F78S3-05BU18

CDF78S3E-F78S3-10BU18

2 m CDF78S3E-F78S3-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Straight 3 Pin Connector

65.0 ±0.165.0 ±0.1

7/8" Circular Connector

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

          Colour Code :- European
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Dual 7/8" Female to Female Straight 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-F78S3-01BU16

10 m
5 m CDF78S3E-F78S3-05BU16

CDF78S3E-F78S3-10BU16

2 m CDF78S3E-F78S3-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

          Colour Code :- European

65.0 ±0.165.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-F78S4-01BU18

10 m
5 m CDF78S4E-F78S4-05BU18

CDF78S4E-F78S4-10BU18

2 m CDF78S4E-F78S4-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Straight 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

1-BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.165.0 ±0.1
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Dual 7/8" Female to Female Straight 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-F78S4-01BU16

10 m
5 m CDF78S4E-F78S4-05BU16

CDF78S4E-F78S4-10BU16

2 m CDF78S4E-F78S4-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

1-BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.165.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-F78S5-01BU18

10 m
5 m CDF78S5E-F78S5-05BU18

CDF78S5E-F78S5-10BU18

2 m CDF78S5E-F78S5-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Straight 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.165.0 ±0.1
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Dual 7/8" Female to Female Straight 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-F78S5-01BU16

10 m
5 m CDF78S5E-F78S5-05BU16

CDF78S5E-F78S5-10BU16

2 m CDF78S5E-F78S5-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.165.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78S3-01BP18

10 m
5 m CDF78R3E-M78S3-05BP18

CDF78R3E-M78S3-10BP18

2 m CDF78R3E-M78S3-02BP18

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Right Angle to Male Straight 3 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78S3-01BU18

10 m
5 m CDF78R3E-M78S3-05BU18

CDF78R3E-M78S3-10BU18

2 m CDF78R3E-M78S3-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Right Angle to Male Straight 3 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78S3-01BP16

10 m
5 m CDF78R3E-M78S3-05BP16

CDF78R3E-M78S3-10BP16

2 m CDF78R3E-M78S3-02BP16

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Dual 7/8" Female Right Angle to Male Straight 3 Pin Connector

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78S3-01BU16

10 m
5 m CDF78R3E-M78S3-05BU16

CDF78R3E-M78S3-10BU16

2 m CDF78R3E-M78S3-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Dual 7/8" Female Right Angle to Male Straight 3 Pin Connector

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R4E-M78S4-01BP18

10 m
5 m CDF78R4E-M78S4-05BP18

CDF78R4E-M78S4-10BP18

2 m CDF78R4E-M78S4-02BP18

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Right Angle to Male Straight 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R4E-M78S4-01BU18

10 m
5 m CDF78R4E-M78S4-05BU18

CDF78R4E-M78S4-10BU18

2 m CDF78R4E-M78S4-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Right Angle to Male Straight 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R4E-M78S4-01BP16

10 m
5 m CDF78R4E-M78S4-05BP16

CDF78R4E-M78S4-10BP16

2 m CDF78R4E-M78S4-02BP16

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

Dual 7/8" Female Right Angle to Male Straight 4 Pin Connector

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R4E-M78S4-01BU16

10 m
5 m CDF78R4E-M78S4-05BU16

CDF78R4E-M78S4-10BU16

2 m CDF78R4E-M78S4-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

Dual 7/8" Female Right Angle to Male Straight 4 Pin Connector

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78S5-01BP18

10 m
5 m CDF78R5E-M78S5-05BP18

CDF78R5E-M78S5-10BP18

2 m CDF78R5E-M78S5-02BP18

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Right Angle to Male Straight 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78S5-01BU18

10 m
5 m CDF78R5E-M78S5-05BU18

CDF78R5E-M78S5-10BU18

2 m CDF78R5E-M78S5-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Right Angle to Male Straight 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78S5-01BP16

10 m
5 m CDF78R5E-M78S5-05BP16

CDF78R5E-M78S5-10BP16

2 m CDF78R5E-M78S5-02BP16

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Dual 7/8" Female Right Angle to Male Straight 5 Pin Connector

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78S5-01BU16

10 m
5 m CDF78R5E-M78S5-05BU16

CDF78R5E-M78S5-10BU16

2 m CDF78R5E-M78S5-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Dual 7/8" Female Right Angle to Male Straight 5 Pin Connector

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-M78R3-01BP18

10 m
5 m CDF78S3E-M78R3-05BP18

CDF78S3E-M78R3-10BP18

2 m CDF78S3E-M78R3-02BP18

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Right Angle 3 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-M78R3-01BU18

10 m
5 m CDF78S3E-M78R3-05BU18

CDF78S3E-M78R3-10BU18

2 m CDF78S3E-M78R3-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Right Angle 3 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-M78R3-01BP16

10 m
5 m CDF78S3E-M78R3-05BP16

CDF78S3E-M78R3-10BP16

2 m CDF78S3E-M78R3-02BP16

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Dual 7/8" Female Straight to Male Right Angle 3 Pin Connector

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S3E-M78R3-01BU16

10 m
5 m CDF78S3E-M78R3-05BU16

CDF78S3E-M78R3-10BU16

2 m CDF78S3E-M78R3-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Dual 7/8" Female Straight to Male Right Angle 3 Pin Connector

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-M78R4-01BP18

10 m
5 m CDF78S4E-M78R4-05BP18

CDF78S4E-M78R4-10BP18

2 m CDF78S4E-M78R4-02BP18

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Right Angle 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-M78R4-01B 18U

10 m
5 m CDF78S4E-M78R4-05BU18

CDF78S4E-M78R4-10BU18

2 m CDF78S4E-M78R4-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Right Angle 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-M78R4-01BP16

10 m
5 m CDF78S4E-M78R4-05BP16

CDF78S4E-M78R4-10BP16

2 m CDF78S4E-M78R4-02BP16

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

Dual 7/8" Female Straight to Male Right Angle 4 Pin Connector

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S4E-M78R4-01BU16

10 m
5 m CDF78S4E-M78R4-05BU16

CDF78S4E-M78R4-10BU16

2 m CDF78S4E-M78R4-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

Dual 7/8" Female Straight to Male Right Angle 4 Pin Connector

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78R5-01BP18

10 m
5 m CDF78S5E-M78R5-05BP18

CDF78S5E-M78R5-10BP18

2 m CDF78S5E-M78R5-02BP18

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Right Angle 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78R5-01BU18

10 m
5 m CDF78S5E-M78R5-05BU18

CDF78S5E-M78R5-10BU18

2 m CDF78S5E-M78R5-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Right Angle 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78R5-01BP16

10 m
5 m CDF78S5E-M78R5-05BP16

CDF78S5E-M78R5-10BP16

2 m CDF78S5E-M78R5-02BP16

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Dual 7/8" Female Straight to Male Right Angle 5 Pin Connector

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78R5-01BU16

10 m
5 m CDF78S5E-M78R5-05BU16

CDF78S5E-M78R5-10BU16

2 m CDF78S5E-M78R5-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Dual 7/8" Female Straight to Male Right Angle 5 Pin Connector

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78R3-01BP18

10 m
5 m CDF78R3E-M78R3-05BP18

CDF78R3E-M78R3-10BP18

2 m CDF78R3E-M78R3-02BP18

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Right Angle 3 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78R3-01BU18

10 m
5 m CDF78R3E-M78R3-05BU18

CDF78R3E-M78R3-10BU18

2 m CDF78R3E-M78R3-02BU18

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 6.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Right Angle 3 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78R3-01BP16

10 m
5 m CDF78R3E-M78R3-05BP16

CDF78R3E-M78R3-10BP16

2 m CDF78R3E-M78R3-02BP16

 Cable Specification
Cable Length-L 1 m

3 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Dual 7/8" Female to Male Right Angle 3 Pin Connector

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R3E-M78R3-01BU16

10 m
5 m CDF78R3E-M78R3-05BU16

CDF78R3E-M78R3-10BU16

2 m CDF78R3E-M78R3-02BU16

 Cable Specification
Cable Length-L 1 m

3 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 7.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Dual 7/8" Female to Male Right Angle 3 Pin Connector

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78 4E-M78R4-01BP18R

10 m
5 m CDF78R4E-M78R4-05BP18

CDF78R4E-M78R4-10BP18

2 m CDF78R4E-M78R4-02BP18

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Right Angle 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78 4E-M78R4-01B 18R U

10 m
5 m CDF78R4E-M78R4-05BU18

CDF78R4E-M78R4-10BU18

2 m CDF78R4E-M78R4-02BU18

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 7.4 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Right Angle 4 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R4E-M78R4-01BP16

10 m
5 m CDF78R4E-M78R4-05BP16

CDF78R4E-M78R4-10BP16

2 m CDF78R4E-M78R4-02BP16

 Cable Specification
Cable Length-L 1 m

4 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

Dual 7/8" Female to Male Right Angle 4 Pin Connector

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R4E-M78R4-01BU16

10 m
5 m CDF78R4E-M78R4-05BU16

CDF78R4E-M78R4-10BU16

2 m CDF78R4E-M78R4-02BU16

 Cable Specification
Cable Length-L 1 m

4 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 8.7 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BROWN 

2-WHITE  3-BLUE

4-BLACK
(PE)

1- BROWN

2-WHITE 3-BLUE

4-BLACK
(PE)

Dual 7/8" Female to Male Right Angle 4 Pin Connector

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78R5-01BP18

10 m
5 m CDF78R5E-M78R5-05BP18

CDF78R5E-M78R5-10BP18

2 m CDF78R5E-M78R5-02BP18

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Right Angle 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78R5-01BU18

10 m
5 m CDF78R5E-M78R5-05BU18

CDF78R5E-M78R5-10BU18

2 m CDF78R5E-M78R5-02BU18

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

18 AWGCross Section of Wire
Cable Dia 8.5 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Right Angle 5 Pin Connector

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78R5-01BP16

10 m
5 m CDF78R5E-M78R5-05BP16

CDF78R5E-M78R5-10BP16

2 m CDF78R5E-M78R5-02BP16

 Cable Specification
Cable Length-L 1 m

5 Core PVC Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Dual 7/8" Female to Male Right Angle 5 Pin Connector

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78R5-01BU16

10 m
5 m CDF78R5E-M78R5-05BU16

CDF78R5E-M78R5-10BU16

2 m CDF78R5E-M78R5-02BU16

 Cable Specification
Cable Length-L 1 m

5 Core PUR Multi StrandCable Type
Sheath Colour Black

16 AWGCross Section of Wire
Cable Dia 9.8 ± 0.2 mm

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Dual 7/8" Female to Male Right Angle 5 Pin Connector

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0

471



7/8" Male Straight 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S55N0-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBM78E-S55N0-02GVCAN
CBM78E-S55N0-05GVCAN
CBM78E-S55N0-10GVCAN

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

1

2

3

4

5

65.0 ±0.11.0 L

472



7/8" Male Straight 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-S55N0-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBM78E-S55N0-02GUCAN
CBM78E-S55N0-05GUCAN
CBM78E-S55N0-10GUCAN

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

1

2

3

4

5

65.0 ±0.11.0 L
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7/8" Male Right Angle 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R55N0-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBM78E-R55N0-02GVCAN
CBM78E-R55N0-05GVCAN
CBM78E-R55N0-10GVCAN

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

1

2

3

4

5

L46.5 ±0.1

7/8" - 16UN
Ø25.0
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7/8" Male Right Angle 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBM78E-R55N0-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBM78E-R55N0-02GUCAN
CBM78E-R55N0-05GUCAN
CBM78E-R55N0-10GUCAN

1

2

3

4

5

L46.5 ±0.1

7/8" - 16UN
Ø25.0

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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7/8" Female Straight 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S55N0-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBF78E-S55N0-02GVCAN
CBF78E-S55N0-05GVCAN
CBF78E-S55N0-10GVCAN

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

65.0 ±0.1 L

1

2
3

4

5
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7/8" Female Straight 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-S55N0-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBF78E-S55N0-02GUCAN
CBF78E-S55N0-05GUCAN
CBF78E-S55N0-10GUCAN

1

2
3

4

5

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

65.0 ±0.1 L
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7/8" Female Right Angle 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R55N0-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBF78E-R55N0-02GVCAN
CBF78E-R55N0-05GVCAN
CBF78E-R55N0-10GVCAN

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

1

2
3

4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

L
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7/8" Female Right Angle 5 Pin CANopen/DeviceNet Connector 

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CBF78E-R55N0-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

CBF78E-R55N0-02GUCAN
CBF78E-R55N0-05GUCAN
CBF78E-R55N0-10GUCAN

1

2
3

4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

L

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78S5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78S5E-M78S5-02GVCAN
CDF78S5E-M78S5-05GVCAN
CDF78S5E-M78S5-10GVCAN

1

2

3

4

51

2

3
4

5

65.0 ±0.165.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78S5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78S5E-M78S5-02GUCAN
CDF78S5E-M78S5-05GUCAN
CDF78S5E-M78S5-10GUCAN

1

2

3

4

51

2

3
4

5

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

65.0 ±0.165.0 ±0.1

481

SH
RD
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WH
BU

4

1
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5
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78R5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78S5E-M78R5-02GVCAN
CDF78S5E-M78R5-05GVCAN
CDF78S5E-M78R5-10GVCAN

1

2

3

4

51

2

3
4

5

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0

482

SH
RD
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WH
BU
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-M78R5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Straight to Male Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78S5E-M78R5-02GUCAN
CDF78S5E-M78R5-05GUCAN
CDF78S5E-M78R5-10GUCAN

1

2

3

4

51

2

3
4

5

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

65.0 ±0.1 46.5 ±0.1

7/8" - 16UN
Ø25.0

483
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78S5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78R5E-M78S5-02GVCAN
CDF78R5E-M78S5-05GVCAN
CDF78R5E-M78S5-10GVCAN

1

2

3

4

51

2

3
4

5

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0

484
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RD
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78S5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78R5E-M78S5-02GUCAN
CDF78R5E-M78S5-05GUCAN
CDF78R5E-M78S5-10GUCAN

1

2

3

4

51

2

3
4

5

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

65.0 ±0.146.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78R5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78R5E-M78R5-02GVCAN
CDF78R5E-M78R5-05GVCAN
CDF78R5E-M78R5-10GVCAN

1

2

3

4

51

2

3
4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-M78R5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Male Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78R5E-M78R5-02GUCAN
CDF78R5E-M78R5-05GUCAN
CDF78R5E-M78R5-10GUCAN

1

2

3

4

51

2

3
4

5

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S5E-M78S5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDM78S5E-M78S5-02GVCAN
CDM78S5E-M78S5-05GVCAN
CDM78S5E-M78S5-10GVCAN

1

2

3

4

51

2

3

4

5

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN

488



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78S5E-M78S5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDM78S5E-M78S5-02GUCAN
CDM78S5E-M78S5-05GUCAN
CDM78S5E-M78S5-10GUCAN

1

2

3

4

51

2

3

4

5

65.0 ±0.1

7/8" - 16 UN

65.0 ±0.1

7/8" - 16 UN

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

489



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78R5E-M78S5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDM78R5E-M78S5-02GVCAN
CDM78R5E-M78S5-05GVCAN
CDM78R5E-M78S5-10GVCAN

1

2

3

4

51

2

3

4

5

65.0 ±0.1

7/8" - 16 UN

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78R5E-M78S5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male Angle to Male Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDM78R5E-M78S5-02GUCAN
CDM78R5E-M78S5-05GUCAN
CDM78R5E-M78S5-10GUCAN

1

2

3

4

51

2

3

4

5

65.0 ±0.1

7/8" - 16 UN

46.5 ±0.1

7/8" - 16UN
Ø25.0

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

491



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78R5E-M78R5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDM78R5E-M78R5-02GVCAN
CDM78R5E-M78R5-05GVCAN
CDM78R5E-M78R5-10GVCAN

1

2

3

4

51

2

3

4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDM78R5E-M78R5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Male to Male Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDM78R5E-M78R5-02GUCAN
CDM78R5E-M78R5-05GUCAN
CDM78R5E-M78R5-10GUCAN

1

2

3

4

51

2

3

4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

493



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-F78S5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78S5E-F78S5-02GVCAN
CDF78S5E-F78S5-05GVCAN
CDF78S5E-F78S5-10GVCAN

65.0 ±0.165.0 ±0.1

1

2

3
4

5 1

2

3
4

5
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78S5E-F78S5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78S5E-F78S5-02GUCAN
CDF78S5E-F78S5-05GUCAN
CDF78S5E-F78S5-10GUCAN

65.0 ±0.165.0 ±0.1

1

2

3
4

5 1

2

3
4

5

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

495



Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-F78S5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Angle to Female Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78R5E-F78S5-02GVCAN
CDF78R5E-F78S5-05GVCAN
CDF78R5E-F78S5-10GVCAN

1

2

3
4

5 1

2

3
4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

65.0 ±0.1
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-F78S5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female Angle to Female Straight 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78R5E-F78S5-02GUCAN
CDF78R5E-F78S5-05GUCAN
CDF78R5E-F78S5-10GUCAN

1

2

3
4

5 1

2

3
4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

65.0 ±0.1

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-F78R5-01GVCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PVC CANopen/DeviceNet 
Cable Type

CDF78R5E-F78R5-02GVCAN
CDF78R5E-F78R5-05GVCAN
CDF78R5E-F78R5-10GVCAN

1

2

3
4

5 1

2

3
4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0
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Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Grip Colour
Coupling Nut

Black
Brass Nickel-Plated

 Material Specification
Grip Material PU
Contact
Contact Plating Gold Flash
Contact Carrier Nylon 66

*Please contact factory for customized cable lengths.

 Ordering Part No.
Cable Length Part Number

1 m CDF78R5E-F78R5-01GUCAN

10 m
5 m
2 m

             All dimensions are in mm.Product may differ from image.

Dual 7/8" Female to Female Angle 5 Pin CANopen/DeviceNet Connector

7/8" Circular Connector

CDF78R5E-F78R5-02GUCAN
CDF78R5E-F78R5-05GUCAN
CDF78R5E-F78R5-10GUCAN

1

2

3
4

5 1

2

3
4

5

46.5 ±0.1

7/8" - 16UN
Ø25.0

46.5 ±0.1

7/8" - 16UN
Ø25.0

 Cable Specification
Cable Length-L 1 m

Cable Dia 9.5 ± 0.2 mm 

Core Dia
2.35 mm (20 AWG)
1.95 mm (17 AWG)

Sheath Colour Grey
2 x 20 AWG (Data)
2 x 17 AWG (Power)Cross Section of Wire

Shielded Multi Strand

Cable Core Colour
White, Blue (20 AWG)
Red, Black (17 AWG)
65%Shield Braiding 

4 Core PUR CANopen/DeviceNet 
Cable Type

499



7/8" Male Front Panel Mount M20 x 1.5, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F20BR3-P5V16

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5

Nylon 66

Mounting Front

SW24 15.0
31.0 L

M20 x 1.5

500

 Panel Cutout

Ø20.1 +0.1



7/8" Male Front Panel Mount M20 x 1.5, 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F20BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5

Nylon 66

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Mounting Front

SW24 15.0
31.0 L

M20 x 1.5

501

 Panel Cutout

Ø20.1 +0.1



7/8" Male Front Panel Mount M20 x 1.5, 5 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F20BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5

Nylon 66

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

Mounting Front

SW24 15.0
31.0 L

M20 x 1.5

502

 Panel Cutout

Ø20.1 +0.1



7/8" Female Front Panel Mount M20 x 1.5, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F20BR3-P5V16

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5

Nylon 66

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Mounting Front

31.0 L

M20 x 1.5

15.0SW24

503

 Panel Cutout

Ø20.1 +0.1



7/8" Female Front Panel Mount M20 x 1.5, 4 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F20BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5

Nylon 66

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

Mounting Front

31.0 L

M20 x 1.5

15.0SW24

504

 Panel Cutout

Ø20.1 +0.1



7/8" Female Front Panel Mount M20 x 1.5, 5 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F20BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M20 x 1.5

Nylon 66

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Mounting Front

31.0 L

M20 x 1.5

15.0SW24

505

 Panel Cutout

Ø20.1 +0.1



7/8" Male Front Panel Mount PG11, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F11BR3-P5V16

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG11

Nylon 66

Mounting Front

SW24 15.0
31.0 L

PG11

506

 Panel Cutout

Ø18.8 +0.1



7/8" Male Front Panel Mount PG11, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F11BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG11

Nylon 66

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

Mounting Front

SW24 15.0
31.0 L

PG11

507

 Panel Cutout

Ø18.8 +0.1



7/8" Male Front Panel Mount PG11, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F11BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG11

Nylon 66

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

Mounting Front

SW24 15.0
31.0 L

PG11

508

 Panel Cutout

Ø18.8 +0.1



7/8" Female Front Panel Mount PG11, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F11BR3-P5V16

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG11

Nylon 66

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

Mounting Front

31.0 L

PG11

15.0SW24

509

 Panel Cutout

Ø18.8 +0.1



7/8" Female Front Panel Mount PG11, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F11BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG11

Nylon 66

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

Mounting Front

31.0 L

PG11

15.0SW24

510

 Panel Cutout

Ø18.8 +0.1



7/8" Female Front Panel Mount PG11, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F11BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut PG11

Nylon 66

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

Mounting Front

31.0 L

PG11

15.0SW24

511

 Panel Cutout

Ø18.8 +0.1



7/8" Male Front Panel Mount 1/2" 14 NPT, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- North American

 Ordering Part No.
Part Number : CPM78A-F14BR3-P5V16

1-GREEN/ YELLOW
 (PE)

2-BLACK3-WHITE

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/2" 14 NPT

Nylon 66

Mounting Front

SW24 15.0
31.0 L

1/2" 14NPT

512

 Panel Cutout

Ø21.6 +0.1



7/8" Male Front Panel Mount 1/2" 14 NPT, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- North American

 Ordering Part No.
Part Number : CPM78A-F14BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/2" 14 NPT

Nylon 66

4-GREEN/YELLOW
(PE)

1-BLACK

2-WHITE3-RED

Mounting Front

15.0
31.0 L

1/2" 14NPT

SW24

513

 Panel Cutout

Ø21.6 +0.1



7/8" Male Front Panel Mount 1/2" 14 NPT, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- North American

 Ordering Part No.
Part Number : CPM78A-F14BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/2" 14 NPT

Nylon 66

1-WHITE

2-RED

3-GREEN/YELLOW
(PE)

4-ORANGE

5-BLACK

Mounting Front

15.0
31.0 L

1/2" 14NPT

SW24

514

 Panel Cutout

Ø21.6 +0.1



7/8" Female Front Panel Mount 1/2" 14 NPT, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- North American

 Ordering Part No.
Part Number : CPF78A-F14BR3-P5V16

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/2" 14 NPT

Nylon 66

1-GREEN/ YELLOW
 (PE)

2 BLACK 3 WHITE 

Mounting Front

31.0 L

1/2" 14NPT

15.0SW24

515

 Panel Cutout

Ø21.6 +0.1



7/8" Female Front Panel Mount 1/2" 14 NPT, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- North American

 Ordering Part No.
Part Number : CPF78A-F14BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/2" 14 NPT

Nylon 66

4-GREEN/YELLOW
(PE)

1-BLACK

2-WHITE 3-RED

Mounting Front

31.0 L

1/2" 14NPT

15.0SW24

516

 Panel Cutout

Ø21.6 +0.1



7/8" Female Front Panel Mount 1/2" 14 NPT, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- North American

 Ordering Part No.
Part Number : CPF78A-F14BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Panel Thread 1/2" 14 NPT

Nylon 66

1-WHITE 

2-RED

3-GREEN/YELLOW
(PE)

4-ORANGE 

5-BLACK

Mounting Front

31.0 L

1/2" 14NPT

15.0SW24

517

 Panel Cutout

Ø21.6 +0.1



7/8" Male Front PCB Panel Mount PG11, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F11BR3-S0

1

23

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Mounting Thread
Termination

PG11
PCB

Nylon 66

Mounting Front

518

11.1
31.1 3.5

PG11

Ø1.5

 PCB Layout

7.9

Ø2.0X3

 Panel Cutout

Ø18.8 +0.1



7/8" Male Front PCB Panel Mount PG11, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F11BR4-S0

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG11
PCB

Nylon 66

1

23

4

Mounting Front

519

 Panel Cutout

Ø18.8 +0.1

 PCB Layout

Ø2.0X4

5.7

6.6

11.1
31.1 3.5

PG11

Ø1.5



7/8" Male Front PCB Panel Mount PG11, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-F11BR5-S0

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG11
PCB

Nylon 66

1

2

3

4

5

Mounting Front

520

 Panel Cutout

Ø18.8 +0.1

 PCB Layout

Ø2.0X5

3.9

7.8

11.1
31.1 3.5

PG11

Ø1.5



7/8" Female Front PCB Panel Mount PG11, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F11BR3-S0

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG11
PCB

Nylon 66

1

2 3

Mounting Front

521

8.0
31.0 5.0

PG11

Ø1.5

 PCB Layout

7.9

Ø2.0X3

 Panel Cutout

Ø18.8 +0.1



7/8" Female Front PCB Panel Mount PG11, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F11BR4-S0

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG11
PCB

Nylon 66

1

2 3

4

Mounting Front

522

8.0
31.0 5.0

PG11

Ø1.5

 Panel Cutout

Ø18.8 +0.1

 PCB Layout

Ø2.0X4

5.7

6.6



7/8" Female Front PCB Panel Mount PG11, 5 Pin Connector

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-F11BR5-S0

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut
Termination

PG11
PCB

Nylon 66

1

2
3

4

5Degree of Protection
No. of Pole 

IP67
5

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

Mounting Front

523

8.0
31.0 5.0

PG11

Ø1.5

 Panel Cutout

Ø18.8 +0.1

 PCB Layout

Ø2.0X5

3.9

7.8



7/8" Male Rear Panel Mount M30 x 1.5, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

Mounting Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-R30BR3-P5V16

1-GREEN/ YELLOW
 (PE)

2-BROWN3-BLUE

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M30 x 1.5

Nylon 66

524

30.0 4.0

M30 x 1.5

L

 Panel Cutout

Ø30.1 +0.1



7/8" Male Rear Panel Mount M30 x 1.5, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

Mounting Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-R30BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M30 x 1.5

Nylon 66

1-BROWN 

2-WHITE  3-BLUE

4-BLACK(PE)

525

30.0 4.0

M30 x 1.5

L

 Panel Cutout

Ø30.1 +0.1



7/8" Male Rear Panel Mount M30 x 1.5, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

Mounting Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPM78E-R30BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M30 x 1.5

Nylon 66

1-BLACK

2-BLUE 

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE

526

30.0 4.0

M30 x 1.5

L

 Panel Cutout

Ø30.1 +0.1



7/8" Female Rear Panel Mount M30 x 1.5, 3 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
3

Mounting Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-R30BR3-P5V16

 Cable Specification
Cable Length-L 0.5 m

3 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M30 x 1.5

Nylon 66

1-GREEN/ YELLOW
 (PE)

2-BROWN 3-BLUE

527

 Panel Cutout

Ø30.1 +0.1

L
31.9

M30 x 1.5

4.0



7/8" Female Rear Panel Mount M30 x 1.5, 4 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
4

Mounting Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-R30BR4-P5V16

 Cable Specification
Cable Length-L 0.5 m

4 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M30 x 1.5

Nylon 66

1-BROWN

2-WHITE 3-BLUE

4-BLACK(PE)

528

 Panel Cutout

Ø30.1 +0.1

L
31.9

M30 x 1.5

4.0



7/8" Female Rear Panel Mount M30 x 1.5, 5 Pin Connector

Product Image Product Diagram

Degree of Protection
No. of Pole 

IP67
5

Mounting Rear

 General Specification
Rated Operational Voltage 250 V  
Current Rating 8A 
Insulation Resistance >= 100 MΩ
Temperature Range -25°C ... +75°C

             All dimensions are in mm.Product may differ from image.

7/8" Circular Connector

          Colour Code :- European

 Ordering Part No.
Part Number : CPF78E-R30BR5-P5V16

 Cable Specification
Cable Length-L 0.5 m

5 Core PVC Multi StrandCable Type
16 AWGCross Section of Wire

 Material Specification

O-Ring Neoprene

Housing Material Brass Ni Plated
Contact
Contact Plating Gold Flash
Contact Carrier

Clamp Nut M30 x 1.5

Nylon 66

1-BLACK

2-BLUE

3-GREEN/YELLOW
(PE)

4-BROWN

5-WHITE 

529

 Panel Cutout

Ø30.1 +0.1

L
31.9

M30 x 1.5

4.0



1

2

3

4

5

7/8" Circular Connector

7/8" Male 5 Pin to 7/8" 1x Female & M12 1x Female 5 Pin T-splitter

Product Image Product Diagram

Product may differ from image.

 Ordering Part No.
Part Number : CTM578-781FS5F12S5

Degree of Protection
Mechanical life-cycle

IP67
>100 mating cycles

 General Specification
Rated Operational Voltage 250 V  
Current Rating 4A 
Insulation Resistance ≥10 Ω8

Temperature Range
Tightening Torque

-25°C ... +75°C
0.6 Nm (M12)

 Wiring Diagram

 Material Specification

O-Ring Neoprene

Contact material CuZn, Ni/Au (Gold Flash)
Grip body material
Contact Carrier

Coupling Nut Brass Nickel-Plated 

Nylon 66

1
5

2 

3 

4 

1
2
3
4
5

1
2
3
4
5

54321

1

2
3

4

5

             All dimensions are in mm.

50.0
88.0
22.0

2x Ø8.0   5.0
Ø4.0 Thrue 
(Both Side)

M12 x 1

Ø15.0

530



7/8" Circular Connector

7/8" Male 5 Pin to 7/8" 1x Female 5 pin & 1x Female 4 Pin T-splitter

Product Image Product Diagram

Product may differ from image.

 Ordering Part No.
Part Number : CTM578-781FS41FS5

Degree of Protection
Mechanical life-cycle

IP67
>100 mating cycles

 General Specification
Rated Operational Voltage 30 V  
Current Rating 5A 
Insulation Resistance ≥10 Ω8

Temperature Range -25°C ... +75°C

 Wiring Diagram

 Material Specification

O-Ring Neoprene

Contact material CuZn, Ni/Au (Gold Flash)
Grip body material
Contact Carrier

Coupling Nut Brass Nickel-Plated 

Nylon 66

1

2
3

4

5

1

2 3

4

1
2
3
4
5

1
2
3
4
5

4 3 2 1

1

2

3

4

5

             All dimensions are in mm.

50.0
88.0
22.0

7/8" - 16 UN

Ø23.0

2x Ø8.0   5.0
Ø4.0 Thrue 
(Both Side)

531



7/8" Circular Connector

7/8" Male 5 Pin to 7/8" 2x Female 5 Pin T-splitter

Product Image Product Diagram

Product may differ from image.

 Ordering Part No.
Part Number : CTM578-781FS51FS5

 Material Specification

O-Ring Neoprene

Contact material CuZn, Ni/Au (Gold Flash)
Grip body material
Contact Carrier

Coupling Nut Brass Nickel-Plated 

Nylon 66

 Wiring Diagram

1
2
3
4
5

1
2
3
4
5

54321

1

2
3

4

5

1

2
3

4

5

Degree of Protection
Mechanical life-cycle

IP67
>100 mating cycles

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance ≥10 Ω8

Temperature Range -25°C ... +75°C 1

2

3

4

5

             All dimensions are in mm.

50.0
88.0
22.0

7/8" - 16 UN

Ø23.0

2x Ø8.0   5.0
Ø4.0 Thrue 
(Both Side)
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7/8" Circular Connector

7/8" Male 4 Pin to 7/8" 2x Female 4 Pin T-splitter

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CTM478-781FS41FS4

 Material Specification

O-Ring Neoprene

Contact material CuZn, Ni/Au (Gold Flash)
Grip body material
Contact Carrier

Coupling Nut Brass Nickel-Plated 

Nylon 66

Degree of Protection
Mechanical life-cycle

IP67
>100 mating cycles

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance ≥10 Ω8

Temperature Range -25°C ... +75°C

 Wiring Diagram

1

2 3

4

1

2 3

4

1

23

4

1
2
3
4

1
2
3
4

4321

50.0
88.0
22.0

7/8" - 16 UN

Ø23.0

2x Ø8.0   5.0
Ø4.0 Thrue 
(Both Side)
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7/8" Circular Connector

7/8" Male 3 Pin to 7/8" 2x Female 3 Pin T-splitter

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CTM378-781FS31FS3

 Material Specification

O-Ring Neoprene

Contact material CuZn, Ni/Au (Gold Flash)
Grip body material
Contact Carrier

Coupling Nut Brass Nickel-Plated 

Nylon 66

Degree of Protection
Mechanical life-cycle

IP67
>100 mating cycles

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance ≥10 Ω8

Temperature Range -25°C ... +75°C

 Wiring Diagram

50.0
88.0
22.0

7/8" - 16 UN

Ø23.0

2x Ø8.0   5.0
Ø4.0 Thrue 
(Both Side)

1

2 3

1
2
3

1
2
3

321

1

23

1

2 3
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7/8" Circular Connector

7/8" Male 3 Pin to 7/8" 1x Female 3 Pin & 1x Female 5 Pin T-splitter

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Ordering Part No.
Part Number : CTM378-781FS31FS5

 Material Specification

O-Ring Neoprene

Contact material CuZn, Ni/Au (Gold Flash)
Grip body material
Contact Carrier

Coupling Nut Brass Nickel-Plated 

Nylon 66

Degree of Protection
Mechanical life-cycle

IP67
>100 mating cycles

 General Specification
Rated Operational Voltage 250 V  
Current Rating 5A 
Insulation Resistance ≥10 Ω8

Temperature Range -25°C ... +75°C

 Wiring Diagram

1

23

1

2 3

1

2
3

4

5

50.0
88.0
22.0

7/8" - 16 UN

Ø23.0

2x Ø8.0   5.0
Ø4.0 Thrue 
(Both Side)

1
2
3

1
2
3

321 4 5
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M12 S-Coded Connector

Katlax presents M12 S-Code connectors: perfect to work in power supply applications. The new straight field  
installable perfectly meet different application space requirement. Katlax S-Code connectors are designed for 
AC power supplies with 12A/ 630V AC.

They have 2+PE and 3+PE contacts with a rated current of 12A at 630VAC. These connectors are available in 
straight versions, with screw terminal connection. 

Differing keyways eliminate the risk of making improper connections between AC and DC power applications. 
This quick-disconnect power solution is ideal for use in packaging, conveying and machine building. The 
connector system design conforms to the global IEC 61076-2-111 specification.

More product style or pin count are customizable upon request. For more information, please contact 
factory.

Applications :

    ●AC/DC motors and drivers
Frequency converters
Power distribution
Compact LED and lighting fixtures
Control systems power
Onboard lighting power
Telemetry modules
Power supplies for switches

     ●
     ●
    ●
    ●
    ● 
    ●
    ●
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USB

USB Type A to USB ype2.0 - 2.0 T -C

Product Image Product Diagram

 General Specification
Operating Voltage 5 V
Current Rating 1.5 A
Insulation Resistance 1000 Ohm Min.M
Temperature Range
DWV

-20° ... +80°C
500 VAC / 60 s at sea level

             All dimensions are in mm.Product may differ from image.

Contact Material Copper Alloy

 Material Specification
USB Insulator PBT
Colour
USB Overmold PVC
Colour Black
Metal Shell Copper Alloy, Nickel Plated

 Cable Specification
Cable Length-L 1 m

PVCCable Type
Sheath Colour Black

AWG28/1P + AWG24/2CCross Section of Wire

Core Dia

Cable Dia
Shield Braiding

0.85 mm (28 AWG)
1.05 mm (24 AWG)
4.1 ± 0.1 mm
80%

 Pin Assignment

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM2UA-M2U -01BPVCC

3 m
5 m

10 m

2 m CDM2UA-M2U -02BPVCC
CDM2UA-M2U -03BPVCC
CDM2UA-M2U -0 BPVCC 5
CDM2UA-M2U - BPVCC 10

538

USB Plug A USB Plug C

1
2
3
4

Red VBUS
White D-
Green D+

Black GND

A4, B4, A9, B9

A1, B1, A12, B12

A7
A6

32.0 L 37.9
50.238.7
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HDMI

HDMI 2.0 Type-A 

Product Image Product Diagram

             All dimensions are in mm.Product may differ from image.

 Pin Assignment

540

Contact Material Copper Alloy

 Material Specification
USB Insulator PBT
Colour
USB Overmold PVC
Colour Black
Metal Shell Copper Alloy, Nickel Plated

 General Specification
Operating Voltage 5 V
Current Rating 0.3 A
Insulation Resistance 1000 Ohm Min.M
Temperature Range
DWV

-20° ... +80°C
500 VAC / 60 s at sea level

 Cable Specification
Cable Length-L 1 m

PVCCable Type
Sheath Colour Black

(30AWG x 1PR + EAM) x 4
+ 30AWG x 1PR + 30AWG x 5C

Cross Section of Wire

Cable Dia
Shield Braiding

6.2 ± 0.2 mm
65%

 Ordering Part No.
Cable Length

*Please contact factory for customized cable lengths.

Part Number
1 m CDM2 A-M2 -01BPVCHD HDA

3 m
5 m

10 m

2 m CDM2 A-M2 -0 BPVCHD HDA 2
CDM2 A-M2 -0 BPVCHD HDA 3
CDM2 A-M2 -0 BPVCHD HDA 5
CDM2 A-M2 - BPVCHD HDA 10

40.0 L 40.0

12

18 191 2

1819

13 13

15
16

15
16

14 14

17 17
18 18
19
SH SH

19

2 2

1
3

1
3

4
6
5 5

4
6

7
9
8 8

7
9

10
12
11 11

10
12
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UK

UK

Czech

Turkey

Mexico(SA)

Chile

Chile

Chile(SA)

Germany

Italy

Germany

Sweden

UAE

Turkey

Denmark
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